19971207.ba v01_n819.bam.971207 v01_n820.bam.971207 v01_n821.bam.971207 


>From ???@??? Mon Dec 08 02:23:45 1997 

Message-Id: <199712071927 .NAAQ5884@sco.theporch. com> 
Date: Sun, 7 Dec 1997 13:27:28 CST 

Subject: BOATANCHORS digest 1819 


BOATANCHORS Digest 1819 
Topics covered in this issue include: 


1) Re: Anybody out there working on the SCR 299/399? 
by Ken Gordon <keng@uidaho.edu> 
2) U.S. ARMY IN WW-IT& Mil Radio 
by Edward Zeranski <ejz@nosc.mil> 
3) Correction to address FRR-59A 
by gpewitt@execpc.com 
4) Fwd: US Signal Corps in WW2: a little light holiday reading 
by Ho4bart <Ho4bart@aol.com> 
5) Re: Scrub-a-dub-dub! 
by Richard Loken <richardlo@devax.admin.athabascau.ca> 
6) Needed: 30K-5 Meter/SM-5 Info 
by Dick Dillman <ddillman@igc.apc.org> 
7) Nut Driver and switch questions. 
by Jack Antonio <dia@dia.reno.nv.us> 
8) Re: Scrub-a-dub-dub! 
by "Arden Allen" <aallen@sirius.com> 
9) Specialty Products WWVC -WWV Receiver 
by "Arden Allen" <aallen@sirius.com> 
10) Hickok 870 transistor tester 
by "Arden Allen" <aallen@sirius.com> 
11) R-366/TRR-5 Receiver 
by "Arden Allen" <aallen@sirius.com> 
12) SCHEMATICS Dentron MLT 2500 Tuner 
by WB9IOG <WB9TOG@revealed.net> 
13) What is class B, AB1, AB2? 
by Allen Tucholski <allent@en.com> 
14) Rewind insulation 
by Bill Jarvis <B.H.Jarvis@hw.ac.uk> 
15) Re: R-366/TRR-5 Receiver 
by bdhall@ghg.net (Benjamin D. Hall) 
16) Re: Scrub-a-dub-dub! 
by bdhall@ghg.net (Benjamin D. Hall) 
17) Re: Scrub-a-dub-dub! 
by Rich Force <bhabooks@together.net> 
18) Re: cleaners catching fire 
by Bob Login <jlogin@gville.mindspring.com> 
19) Re: Scrub-a-dub-dub! 


by "Roberta J. Barmore" <rbarmore@indy.net> 
20) Re: Nut Driver and switch questions. 

by Joe & Sue Eide <jeide@execpc.com> 
21) Re: handcrank generator as dynamotor ?? 

by Lenox Carruth <carruth@swbell.net> 
22) WITT ie What is this Thing? 

by Robert Lawson <lawson_r@popmail.firn.edu> 
23) 11 Tube regen? 

by gpewitt@execpc.com 
24) Re: WITT ie What is this Thing? 

by Al Klase <skywaves@bw.webex.net> 
25) Re: WITT ie What is this Thing? 

by "Deane D McIntyre" <dmcintyr@acs6.ACS.UCALGARY.CA> 
26) Help with SB100 S-meter 

by nicola priano <nipriano@mbox.vol.it> 
27) Re: Scrub-a-dub-dub! 

by Ed Tanton <n4xy@bellsouth.net> 


Date: Sat, 6 Dec 1997 18:17:26 -0800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: Paul Thekan <Paul.Thekan@eimac.cpii.com> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Anybody out there working on the SCR 299/399? 

Message-ID: <Pine.BSF.3.95.971206181622 .1283A-100000@piobaire.mines.uidaho.edu> 


> Is there anyone out there in the group working on trying to 
> restore one of these truck borne radio sets besides myself? If so I would 
> like to hear from you. 


There is a ham in Missoula, Montana, named Phil Richardson, who owns and 
operates a machine shop who is doing that. I will try to get his 
telephone number and amateur radio call. 


Ken W7EKB 


Date: Sat, 06 Dec 1997 18:30:48 -0800 

From: Edward Zeranski <ejz@nosc.mil> 

To: RWDowns_WA5CAB@compuserve.com, boatanchors@theporch.com 
Subject: U.S. ARMY IN WW-II& Mil Radio 

Message-ID: <3.0.1.32.19971206183048 .006£7f£24@marlin.nosc.mil> 


At 11:30 PM 12/5/97 -0500 


you wrote:Richard & group, 

> 

>Richard mentioned that these volumes make good light holiday reading. Glad 
>to hear that there are a few more folks out there as nutty as I am. 

>73, Robert W. Downs, WA5CAB 

>RWDowns_WA5CAB@compuserve.com 

>Houston, TX 


Well thanks Robert! I just hijacked your post for Nee Farr Ious Purposez. 


Its only a few short months ‘til May and the Military Radio Collector's 
Group get together at Camp San Luis Obispo CA. When I get home from Germany 
in a week or so it will be time to hassle, annoy, and just mess with etc 
folks about getting to SLO for a BBQ, swap, show and tell, demos and a talk 
or two/three and perhaps another OSS training film. Last year I tried to 
contact folk thru the year, licking a shit load of stamps, mailing things, 
enriching MA' Bell and all the rest. What I learned was this: the effort B4 
abt now was lost, the stuff b'twen now and April turned out OK. SO....Heres 
the Deal. The group has no dues, fees, agenda etc beyond getting together 
for a weekend to share mil radio info and experiences. (with real cheap 
camping available) And a damn fine BBQ. All ya gotta do is send me yr 
postal or email info so I can include it as time gets short and shit gets 
manic. Hope fully y'all will send yr info before I get into the map mailin' 
direction giving, stamp lick'n mode again. Hey, I'm the guy who buys the 
stamps too! If you are interested send me your info so you can be included 
and get to meet some BA folk in SLO for the third time. I'll be the bearded 
guy in a VW Westfalia with GRC-109, GRC-9, and a TCS. Love those golf cart 
batteries! 


Ed Zeranski This is a private opinion or statement. 
home email: ezeran@cris.com 


Date: Sat, 6 Dec 97 21:10:44 PST 

From: gpewitt@execpc.com 

To: boatanchors@listserv.tempe.gov, boatanchors@theporch.com 
Subject: Correction to address FRR-59A 

Message-ID: <Chameleon.971206211253. spewitt@execpc.com.execpc.com> 


The correct e-mail address is tarheel6@classic.msn.com 
That's tarheel with an "el" 


Name: Gary Pewitt N9ZSV/KT 


6120 W. Calumet Rd. Apt 204 
Milwaukee, WI 53223 
414 355 8147 Home 414 297 4307 Work 
E-mail: gpewitt@execpc.com 
Date: 12/06/97 
Time: 21:10:44 


Date: Sat, 6 Dec 1997 23:27:58 EST 

From: Ho4bart <Ho4bart@aol.com> 

To: boatanchors@sco.theporch.com 

Subject: Fwd: US Signal Corps in WW2: a little light holiday reading 
Message-ID: <dce39f£5f.348a25e4@aol.com> 


This is a multi-part message in MIME format. 


--part0_881468895_ boundary 
Content-ID: <0_881468895@inet_out.mail.aol.com.1> 
Content-type: text/plain; charset=US-ASCII 


In a message dated 97-12-06 19:24:02 EST, 
military-radio-guy@juno.com writes: 


> In fact they had been out of print for many years, then a 
small lot were done to commemorate the 50th ann. of WW-II, 
these stocks have been sold out for a year. < 


[ re the 3 signal corps books, 2 of which are now supposedly to 
be reprinted . - hue miller ] 


--part0_881468895_boundary 

Content-ID: <0_881468895@inet_out.mail.aol.com.2> 
Content-type: message/rf£c822 
Content-transfer-encoding: 7bit 
Content-disposition: inline 


Return-Path: <military-radio-guy@juno.com> 
Received: from relay07.mail.aol.com (relay07.mail.aol.com [172.31.109.7]) by 
air16.mail.aol.com (v36.0) with SMTP; Sat, 06 Dec 1997 19:24:02 -0500 
Received: from x7.boston.juno.com (x7.boston.juno.com [205.231.100.24]) 
by relayO7.mail.aol.com (8.8.5/8.8.5/AOL-4.0.0) 
with ESMTP id SAA11185 for <Ho4bart@aol.com>; 


Sat, 6 Dec 1997 18:48:10 -0500 (EST) 
Received: (from military-radio-guy@juno.com) 
by x7.boston.juno.com (queuemail) id SCU11065; Sat, 06 Dec 1997 18:47:44 EST 
To: Hod4bart@AOL.COM 
Cc: carruth@swbell.net 
Subject: Re: Fwd: US Signal Corps in WW2: a little light holiday reading 
Message-ID: <19971206.194650.4247.1.military-radio-guy@juno.com> 
References: <31bc95d4.3489d1ca@aol.com> 
X-Mailer: Juno 1.38 
X-Juno-Line-Breaks: 0-4,7-11 
From: military-radio-guy@juno.com (Dennis R Starks) 
Date: Sat, 06 Dec 1997 18:47:44 EST 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7bit 


They are all available from the U.S. Government Printing Office. They 
have an online catalog that lists all of their WW-II pooks, etc. as well 
as everything else you can get from them. Their URL is: 

I know this, but they are no longer avail from the GRO. In fact they had 
been out of print for many years, then a small lot were done to commerate 
the 50th ann. of WW-II, these stocks have been sold out for a year. 


Dennis Starks; MILITARY RADIO COLLECTOR/HISTORIAN 
military-radio-guy@juno.com 


--part0_881468895_boundary- - 


Date: Sat, 06 Dec 1997 21:45:06 -0700 (MST) 
From: Richard Loken <richardlo@devax.admin.athabascau.ca> 
To: Arden Allen <aallen@sirius.com> 
Cc: boatanchors <boatanchors@sco.theporch.com> 
Subject: Re: Scrub-a-dub-dub! 
Message-ID: 
<Pine.PMDF.3.95.971206213812 .541353123A-100000@devax.admin.athabascau.ca> 


So you use WD40 on pots too... 
Tektronix used to recommend WD40 for cleaning pots, in fact if you bought a 
maintenance kit from them it had WD40 in it. So there are two of us using 


WD40 on pots but will anybody listen to us? No no! 


I'm a voice, crying in the wilderness! :) 


Richard Loken VE6BSV, Systems Programmer - VMS 
Athabasca University 

Athabasca, Alberta Canada 

xx richardlo@admin.athabascau.ca xx 


Date: Sat, 6 Dec 1997 21:21:18 -0800 (PST) 

From: Dick Dillman <ddillman@igc.apc.org> 

To: boatanchors@theporch.com, boatanchors@listserv.tempe. gov 
Cc: W B Reese <Radions@jps.net> 

Subject: Needed: 30K-5 Meter/SM-5 Info 

Message-ID: <2.2.16.19971206212007 .509£00de@pop.igc.org> 


Tracy/WB6TMY, former BA list member and owner of the remotely controlled 
Collins 30K-5 transmitter I use, has asked that I ask the list for help with 
these items: 


For the 30K-5 a plate current meter is needed. This is a Simpson meter, 
Collins part number 450-0031-00, 0-300ma., with a square face and 2.5" 
diameter body. If anyone has one or something close please let me know or 
contact Tracy directly at radions@jps.net. 


The other need is for something that was new to me, a Trio-Precon SM-5. 

This is a combination pre-amp and converter which, as I understand it, 
converts 10, 15 & 20m to 80m and acts as a pre-amp on 80 & 40m. I may have 
the details a bit off but that's basically it. Anyway, Tracy is looking for 
a> a manual and b> another SM-5! He sez his is a little beat and is missing 
a tube. Same contact information as above if you can help. 


Regards, 


Dick 


Dick Dillman 
<ddillman@igc.apc.org> 
WPE2VT W6AWO 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Date: Sat, 06 Dec 1997 21:32:10 -0800 
From: Jack Antonio <dia@dia.reno.nv.us> 


To: boatanchors@theporch.com 
Subject: Nut Driver and switch questions. 
Message-ID: <348A34DA.2B46@dia.reno.nv.us> 


Hello all, 
I think I've seen this info here before, but just can't remember 
how long ago. 


What is the source for the nut driver for the knurled nuts for 
standard size toggle switches? I looked through the Jensen 
and Newark catalogs and came up with zip. 


And while we're on the subject of switches...... 


What is a good method of making the nice shiny chrome or nickel 
plated switch handles and hardware look like the black finish 

of yesteryear(like WWII vintage). A shiny switch just looks out 
of place on a BC-312. I tried flat black model airplane paint on 
one switch as a trial, but it just doesn't look right. Or, is 
there a source for toggle switches finished in matt black? 


Thanks 


Jack Antonio WA7DIA 
dia@dia.reno.nv.us 


Date: Sat, 6 Dec 1997 21:04:26 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Scrub-a-dub-dub! 

Message-ID: <199712070549.VAAQ0286@mail3.sirius.com> 


What kinda ammonia? I use dilute solution of household ammonia and Mr. 
Clean. Best combination I've discovered yet. Be careful! 


Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Sat, 6 Dec 1997 22:35:14 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Specialty Products WWVC -WWV Receiver 
Message-ID: <199712070652.WAAQ1769@mail3.sirius.com> 


The WWVC is a hollow state WWV receiver. Rack mount. Plays through front 


panel speaker. Recovers time ticks and does other things but I have no 
manual. Any info out there on this lil' oddity? 


Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Sat, 6 Dec 1997 22:38:56 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch. com> 
Subject: Hickok 870 transistor tester 

Message-ID: <199712070652.WAAQ1773@mail3.sirius.com> 


I have one that's mint. But the book is somewhere else. Any help? Copy? 
My cost. Thanks. 


Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Sat, 6 Dec 1997 22:53:04 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: R-366/TRR-5 Receiver 

Message-ID: <199712070652.WAAQ1777@mail3.sirius.com> 


It's definitely a BA. BuShips but olive drab. SN 386. Made by Espy Mfg. 
Co., NY, NY. Contract NObsr 43229. Big freq dial. Iv'e only peaked under 
the hood, looks something like an SP-600 (I hope I haven't offended 
anyone). It's kinda knarly. It needs the 11 step recovery process. 


I need docs. I'll take good stories too. Thanx. 


Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Sun, 07 Dec 1997 01:45:41 -0800 

From: WB9IOG <WB9TOG@revealed.net> 

To: boatanchors@theporch.com 

Cc: BASWAPLIST@FOOTHILL.NET 

Subject: SCHEMATICS Dentron MLT 2500 Tuner 
Message-ID: <348A7045.419E@REVEALED.NET> 


Update of previous post: 
The unit came in this week with operator manual for this tuner- SN 021. 


Think Dentron lost money on this one! Boy it looks super,but there is 


more electronics involved than most benign tuners. 

Main problem- the inductor has no turns counter, it uses a_ digital 
reference (Jack be patient, it's used with a true BA). Missing the 160 
test because my antenna's just not working like it did last year. SWR 
way high , even for 6JB6's. 


Main MP is a Harris Semi ICL7117CPL-great site @ Harris BTW. 

Would save me oodles of time to reverse-engineer this circuit by me a 
bean counter, so 

anyone know of anyone who might have a schematic? Any Dentron engineers 
out there? 

Please,pretty please. 


Thanks 
Mike 
Le Claire, Ia 


BTW Happy Holidays to all! 


Date: Sun, 07 Dec 1997 08:40:31 -0500 

From: Allen Tucholski <allent@en.com> 

To: boatanchors@theporch.com 

Subject: What is class B, AB1, AB2? 

Message-ID: <2.2.32.19971207134031.0082ea20@en. com> 


Hello all, 


I am a little confused. I am trying to connect my modulation transformer 
(125 watt Varimatch) 
to an Dukane audio amplifier using 4 each 6L6GC in push pull parallel. 


Looking at the info provided with the audio transformer, it says for 2- 
6L6's AB2, the Plate to Plate impedance would be 3800 ohms, for 4- 6L6's 
AB2, the Plate to Plate impedance would be 1900 ohms, for 2- 6L6's_ AB1, the 
Plate to Plate impedance would be 6600 ohms, for 4- 6L6's AB1, the Plate to 
Plate impedance would be 3300 ohms. 


How do I know if I am running AB1 or AB2? I can tell you this, before I 
removed the original Audio x former, I measured the B+ voltage at the center 
tap of the audio xformer. It was 450 volts. I then measured the current at 
this same point. the current was 220 ma. So what i see so far is. 455 x 
.220 =100.1 watts input. Would the Plate to plate impedance of the circuit 
then be 455 / .220 =2068 ohms? 


I understand a little that I guess how the tubes are biased determines how 
the amplified can be classified. 


One other note, In my 6L6 arrangement, there is a 50 ohm 5 watt resistor 
connecting the plates of two tubes together, then this connects to one side 
of the mod transformer, same for the other two tubes. 


One other question, these ma readings were taken at idle, with no audio 
input. With lets say a 1khz tone fed into the the amp, driving it to 
maximum, would the plate current rise, or stay the same. 


I need to know how I should hook up the modulation transformer for the 
correct Plate to Plate impedance. 


I guess on the Class C RF side figuring the impedance is easy E/I=R in my 
case, Viking 6n2 Running 740 volts fully loaded to 130 ma. = 96.2 watts 
input. For impedance 740/.130 =5692 ohms. 

Would this then be the correct load impedance for the Class C RF load. 


Allen 
KB8MTZ 


Date: Sun, O07 Dec 1997 14:17:41 +2400 

From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

To: boatanchors <boatanchors@theporch.com> 
Subject: Rewind insulation 

Message-ID: <199712071417 .O0AA0Q9923@punt1.hw.ac.uk> 


Anyone know a REASONABLE source of insulating paper suitable for d-i-y 
rewinding of mains and audio transformers? I've heard the names Quin-T 
and Dupont Nomex but (a) I think these are for industrial scale 
transformer winding, (b) I can't find UK distributors who have evr even 
heard of them. 


Probably a commonly available version of "sellotape" (in the UK sense) 
would be suitable, or maybe microwave-friendly cling-film. 


As usual, comments from successful experience would be the most useful, 
I think. 


Thanks, 
UN de Bill, gm8apx 


Bill, aka maestro@cix.co.uk. Tel/fax/msg [44 or 0] 131 336 4502 
GM8APX, qthr No 6, eh4 6jy Cave felem No Rectangulars 


Net-Tamer V 1.10 - Registered 


Date: Sun, 07 Dec 1997 08:54:55 -0600 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: aallen@sirius.com, Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: R-366/TRR-5 Receiver 

Message-ID: <3.0.32.19971207085014 .0071eb28@mailman. ghgcorp.com> 


>It's definitely a BA. BuShips but olive drab. SN 386. Made by Espy Mfg. 
>Co., NY, NY. Contract NObsr 43229. Big freq dial. 

<snip> 

>I need docs. I'll take good stories too. Thanx. 


The R-366/TRR-5: one of the favorite radios in my collection, for a couple 
of reasons. I aquired mine at Belton about a year and a half ago, and have 
had fun with it ever since. It is an interesting radio, and not very 
common. Since I aquired mine, I've only run accross two or three others, 
and I think your serial number (386), might be a high serial number. I 
don't know what my serial number is, as my front plate is missing, and I 
haven't been able to find a serial number anywhere on the chassis. 


Parts of the radio are well designed and work very well - for instance the 
push-pull 6AQ5 has enough power that about 1 to 2 on the A.F. gain knob, it 
gets painfully loud, even though the audio quality is quite good. It is 
*THAT* loud. The band change arangement is a turret system much like an 
SP-600, and works about as smoothly as an SP-600. (my R-366 sits right 
above my SP-600-JX-17 in my rack, so comparison is easy!) The crystal 
filter is one of the more effective crystal filters I've ever used, and the 
BFO and tuning is solid enough that SSB is no problem, even for extended 
periods of time. Quality of construction is excellent, and the radio is 
split into three "armored" sub chassis, with Dzus fasteners for quick 
access to the internals. The tuning cap is especially well protected, 
sitting in the center chassis. The controls are large, well placed, and 
have a very good feel, except for the tuning. 


On the down side, it has the most mickey-mouse tuning knob to capacitor 
joint: The knob connects to a shaft, and the shaft has a pin at a right 
angle to the shaft that fits into a slot in cup on the chassis side. So as 
that pin and slot wear, the tuning gets sloppy. My tuning is real sloppy. 
I've taken some slop out with shims, but the problem I find is too much 
shims takes away the tolerance for front panel misalignment, and cuases 
binding. Not the smoothest joint in my opinion. 


There is a lot of speculation what this receiver was designed to do - 
looking in my manual, you see that it was designed as a Navy troop 
entertainment receiver, but the manual also states that it can be used as a 
serious comm receiver if need be - it has BFO and crystal filter that I am 
told most troop entertainment sets did not. Plus, I find it interesting 
that the Navy would contract for a troop entertainment set, when there were 
already so many good troop entertainment sets at the time. Plus I wonder 
how many sailors would consider using an R-366 in place of the R-390 (same 
era, early 50's) or an R-1051 if they were around... 


So, the R-366/TRR-5 remains a set with more questions than I have answers, 
which is why I have cc:ed it to the list. 


On the subject of a manual, I'd make you a copy of mine, but I doubt I 
could reproduce it with the same quality that Sheldon Wheaton did making my 
copy. The manual I got from him looks so good, it takes a few seconds to 
realise it is a copy. Whatever he charges for the copy, it is absolutely 
worth it. I forget his e-mail off the top of my head, if he doesn't 
respond to your message, shoot me an e-mail and I'll look it up. 


Thanks and 73, 

Ben 

P.S.: maybe I'll fire the R-366 up today and warm up my radio room here... 
Benjamin D. Hall, KD5BYB, Engine and radio collector / operator 
extraordinaire. Located in Houston, Texas, USA. 

e-mail: BDHall@ghg.net web:http://www.ghgcorp.com/bdhall 


Date: Sun, 07 Dec 1997 08:54:57 -0600 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: richardlo@devax.admin.athabascau.ca, boatanchors@theporch.com 
Subject: Re: Scrub-a-dub-dub! 

Message-ID: <3.0.32.19971207085315 .0071ee90@mailman. ghgcorp.com> 


>Tektronix used to recommend WD40 for cleaning pots, in fact if you bought a 
>maintenance kit from them it had WD40 in it. So there are two of us using 
>WD40 on pots but will anybody listen to us? No no! 


I've used both WD-40 and De-Oxit on pots, and find them both to work well. 
The problem with WD-40 is that it leaves a residue that attracts dirt, 
while De-Oxit does not. But De-Oxit isn't as good at breaking up heavy 
duty crud as WD-40. 


So, to each his or her own! 


73, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator 
extraordinaire. Located in Houston, Texas, USA. 

e-mail: BDHall@ghg.net web:http://www.ghgcorp.com/bdhall 


Date: Sun, 07 Dec 1997 15:35:15 +0000 

From: Rich Force <bhabooks@together.net> 

To: boatanchors@theporch.com 

Subject: Re: Scrub-a-dub-dub! 

Message-ID: <3.0.3.32.19971207153515 .006fa4b0@pop. together.net> 


At 08:54 12/7/97 -0600, you wrote: 

>>Tektronix used to recommend WD40 for cleaning pots, in fact if you bought a 
>>maintenance kit from them it had WD40 in it. So there are two of us using 
>>WD40 on pots but will anybody listen to us? No no! 


I believe that WD-40 is flammable. I remember reading something a few 
years back about someone using WD-40 on a power switch, not letting it 
completely dry, using the switch and having it burst into flames due to the 
contact spark. I have not really been following this thread and am not sure 
if this has been mentioned before but I thought I would pass it along for 
safety's sake. 


Rich, WB1ASL 


Date: Sun, 07 Dec 1997 10:32:46 -0500 

From: Bob Login <jlogin@gville.mindspring.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: cleaners catching fire 

Message-ID: <199712071549.KAA26862@brickbat8.mindspring.com> 


Seasons Greetings--I had a similar situation with Deoxit 5. Don't get me wrong 
I think its a great product--really wks--well used it to clean relay contacts 
in Valiant and tried it out immediately and the high voltage caused sparks 

and the relay caught on fire--was watching so just blew it out--no damage 

but u can bet I will be careful with it.--73's Bob AA8A 


>At 08:54 12/7/97 -0600, you wrote: 


>>>Tektronix used to recommend WD40 for cleaning pots, in fact if you bought a 
>>>maintenance kit from them it had WD40 in it. So there are two of us using 
>>>WD40 on pots but will anybody listen to us? No no! 

> 

>I believe that WD-40 is flammable. I remember reading something a few 
>years back about someone using WD-40 on a power switch, not letting it 
>completely dry, using the switch and having it burst into flames due to the 
>contact spark. I have not really been following this thread and am not sure 
>if this has been mentioned before but I thought I would pass it along for 
>safety's sake. 

> 

>Rich, WB1ASL 

> 


VvVVvV 


Date: Sun, 7 Dec 1997 11:12:16 -0500 (EST) 

From: "Roberta J. Barmore" <xrbarmore@indy.net> 

To: Rich Force <bhabooks@together.net> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Scrub-a-dub-dub! 

Message-ID: <Pine.SUN.3.96.971207110906 .29853B-100000@indy1> 


Hi! 


On Sun, 7 Dec 1997, Rich Force wrote: 
> I believe that WD-40 is flammable. 


Count on it! Here in Indiana, we use the stuff to start cars in 
Winter. 

The trick to using it to clean pots, switches, etc. is to give the 
volatiles time to evaporate before applying power, and to use it 
xSparinglyx. 

The same goes for De-Oxit D5, though I wouldn't try to use it for 
starting cars; too expensive. 


73, 
- -Bobbi 


Date: Sun, 07 Dec 1997 10:25:52 -0800 


From: Joe & Sue Eide <jeide@execpc.com> 

To: boatanchors@theporch.com 

Subject: Re: Nut Driver and switch questions. 
Message-ID: <348AEA30.757C@execpc.com> 


Jack Antonio wrote: 

> 

> What is the source for the nut driver for the knurled nuts for 
> standard size toggle switches? 


Hi, 


I bought two tools from Techni-Tool. Their phone number is 
610-941-2400. 


The tools are called Knurl-Tite wrenches and I bought one for 
1/2" dia nuts and one for 5/8" dia nuts. The parté#s were 388WRO14 and 
388WRO16 respectively. 


These tools have saved me many scratched panels I'm sure. 


73 .. Joe Eide - KBIR 


Date: Sun, 07 Dec 1997 10:48:59 -0600 

From: Lenox Carruth <carruth@swbell.net> 

To: Hod4bart@aol.com 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: handcrank generator as dynamotor ?? 
Message-ID: <348AD37B.7F5A@swbell.net> 


You'll have to ask the motor experts about the electrical problems as I 
don't know the details of brush design, commutators, etc., for 
generators vs motors but, mechanically, the gearing between the handles 
and the generator would kill you. 


If you need a 6 Volt dynamotor, e-mail me direct. I have a couple. 


Lenox Carruth, Jr. carruth@swbell.net 
Dallas, Texas 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TCS-14 Transmitter, TBX, BD-71, Sextant 


Date: Sun, 07 Dec 1997 10:53:37 -0500 

From: Robert Lawson <lawson_r@popmail.fixrn.edu> 
To: boatanchors@theporch.com 

Subject: WITT ie What is this Thing? 
Message-ID: <348AC680.2C37@popmail.firn.edu> 


Holiday Greetings from Pensacola. 


I need some help in identifying this item. It is definitely a crystal. 
Case is about 2 inches is diameter and 5/8 inch high. Two pins on the 
bottom are spaced 3/4 inch. Case is black bakalite. The case cap screws 
(12 turns) onto the base assembly with the quartz inside. Brand name on 
the top is "BLILEY" with the words FR___KC___C 

TEM__F___MA 


On the bottom it reads "For Amateur and Experimental Use Only. Made is 
USA". 


Any ideas, Fellows? 


Tnx Rob W4RL Pensacola Florida 


Date: Sun, 7 Dec 97 11:23:15 PST 

From: gpewitt@execpc.com 

To: boatanchors@listserv.tempe.gov, boatanchors@theporch.com 
Subject: 11 Tube regen? 

Message-ID: <Chameleon.971207114344. spewitt@execpc.com.execpc.com> 


I saw an add for a very interesting radio in the November 

1939 QST on page 97. It's an Edwin I. Guthman & Co. 

11 tube communication receiver. It's called the U-50 Super. No, not 
superhet. It sold wired with tubes for $69.98. Kit price less tubes, 
cabinet, and speaker was $49.95. 6 bands, 525 to 62,000 kc. RF stage (3 
gang condenser). 12 watts output! Improved noise silencer. 

"Complete with New Gun-Sight Tuning Pre-Selection Stage this new receiver 
provides quiet DX thru controlled re-generation, and a socket provision for 
adding 100 kc. oscillator giving built in frequency check." 


What gets me is trying to figure out how they used 11 tubes in a regen. 


Lets see a tuned rf stage, a detector, a couple of af amp stages followed 
by a push pull audio out (12 watts), and a couple of rectifier tubes for 
full wave rectification. The noise silencer and s meter could have 
accounted for two more. That's 10. And a full wave rectifier really only 
needs one tube. So I see 9 tubes. There is no magic eye tube, it had an 
s-meter. 

I have been wanting a really good regen receiver. Not a one, two, or three 
tuber. Not that there is anything wrong with them, I just want a really 
nice one like the Navy rigs. I'd love to build this one if I could find 

a schematic, parts list, manual, or (dream on Gary) an unbuilt kit. 

An old one I could refurbish would be fine. 


Anyone got such a rare beast in their garage/attic/basement? Any documents, 
paper, leads to information? 
73 to all Gary 
Name: Gary Pewitt N9ZSV/KT 
6120 W. Calumet Rd. Apt 204 
Milwaukee, WI 53223 
414 355 8147 Home 414 297 4307 Work 
E-mail: gpewitt@execpc.com 
Date: 12/07/97 
Time: 11:23:15 


Date: Sun, 07 Dec 1997 12:55:22 -0500 

From: Al Klase <skywaves@bw.webex.net> 

To: lawson_r@popmail.firn.edu 

Cc: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: WITT ie What is this Thing? 
Message-ID: <348AE308.A09D34AB@bw.webex.net> 


Rob and the Group, 


Well, it is in fact a Bliley crystal holder. have one laying around in 
my stuff. My 1938 Allied catalog lists them for 95 cents. There are two 
models, one for 80-160 meters and another for 20-40. Knight unmounted 
crystals for ham frequencies are listed on the same page for $1.50-1.95. 
Hpe this helps. 


73, Al 


Robert Lawson wrote: 
Holiday Greetings from Pensacola. 


> 

> 

> I need some help in identifying this item. It is definitely a crystal. 
> Case is about 2 inches is diameter and 5/8 inch high. Two pins on the 

> bottom are spaced 3/4 inch. Case is black bakalite. The case cap screws 
> (12 turns) onto the base assembly with the quartz inside. Brand name on 
> the top is "BLILEY" with the words FR___KC___C 

> TEM__F___MA 

> 
> 
> 
> 
> 
> 


On the bottom it reads "For Amateur and Experimental Use Only. Made is 
USA". 


Any ideas, Fellows? 


Tnx Rob W4RL Pensacola Florida 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Date: Sun, 7 Dec 1997 11:36:58 -0700 

From: "Deane D McIntyre" <dmcintyr@acs6.ACS.UCALGARY.CA> 
To: boatanchors@theporch.com 

Subject: Re: WITT ie What is this Thing? 

Message-ID: <9712071836.ZZ548935@acs6.acs.ucalgary.ca> 


> 

> I need some help in identifying this item. It is definitely a crystal. 
Case is about 2 inches is diameter and 5/8 inch high. Two pins on the 
bottom are spaced 3/4 inch. Case is black bakalite. The case cap screws 
(12 turns) onto the base assembly with the quartz inside. Brand name on 
the top is "BLILEY" with the words FR___KC___C 


On the bottom it reads "For Amateur and Experimental Use Only. Made is 
USA"> 


VV VV VV VV WV 
| 
m 
= 
mm 
= 
> 


Tnx Rob W4RL Pensacola Florida 


I also have a old crystal of this vintage made by Precision Piezo 
Service, Baton Rouge, LA. 
I suspect the markings on yours mean FRequency___Kc____Cycles(?) 
at TEMperature___degrees F, max RF current____MA. 


Mine says FREQUENCY 3865 KC __ degrees C. 

Case is brown bakelite,box shaped, about 1 3/4 inches high excluding pins, 
by 1 1/2 inches by 1 inch. Has three pins which fit a standard 5 pin 

tube socket (807 size). Which two pins are connected to the crystal, 

which would look good (and hopefully work good) in a vintage 80 M AM rig? 


73, Deane D McIntyre VE6BPO 
dmcintyr@acs.ucalgary.ca 


Date: Sun, 7 Dec 1997 19:58:33 +0100 

From: nicola priano <nipriano@mbox.vol.it> 

To: boatanchors@theporch.com 

Subject: Help with SB100 S-meter 

Message-ID: <199712071858 .MAAQ5097@sco.theporch. com> 


Hi, 


My SB100 has a problem with the S-meter and ALC. 

I cannot null the S-meter with the related trimmer (it will not go under S2) 
and the maximum reading I get is S9 even with very strong broacatings and a 
good antenna. 

In transmit the ALC meter goes under zero with no speach and the reading 
under normal speach is rather low. 

I have checked for leaking diodes,tubes looks ok,there are no components 
with signs of overheating. 


Any idea or suggestion ? 


thanks and 73 
Nick IK1YWF 


Date: Sun, 07 Dec 1997 14:21:55 -0500 

From: Ed Tanton <n4xy@bellsouth.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Scrub-a-dub-dub! 


Message-ID: <3.0.1.32.19971207142155.00bad2d0@mail.atl.bellsouth.net> 


>Date: Sun, 07 Dec 1997 14:21:15 -0500 

>To: bhabooks@together.net 

>From: Ed Tanton <n4xy@bellsouth.net> 

>Subject: Re: Scrub-a-dub-dub! 

>In-Reply-To: <3.0.3.32.19971207153515 .006fa4b0@pop.together.net> 
>References: <3.0.32.19971207085315.0071ee90@mailman. ghgcorp.com> 

> 

>Personally I am not a WD-40 fan. It leaves a gummy residue when it dries 
that I have no use for. When I worked for Tektronix in 1972 my manager 

would have fired me for using it on a pot-or anything else. 

> 

>At 03:35 PM 12/7/97 +0000, you wrote: 

>>At 08:54 12/7/97 -0600, you wrote: 

>>>>Tektronix used to recommend WD40 for cleaning pots, in fact if you 

bought a 

>>>>maintenance kit from them it had WD40 in it. So there are two of us using 
>>>>WD40 on pots but will anybody listen to us? No no! 

>> 

>>I believe that WD-40 is flammable. I remember reading something a few 
>>years back about someone using WD-40 on a power switch, not letting it 
>>completely dry, using the switch and having it burst into flames due to the 
>>contact spark. I have not really been following this thread and am not sure 
>>if this has been mentioned before but I thought I would pass it along for 
>>safety's sake. 

>> 

>>Rich, WB1ASL 

>> 

>> 


Ed Tanton N4XY EMAIL: n4xy@bellsouth.net 
189 Pioneer Trail 
Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 


"Think you can, think you can't: either way you're right!" Henry Ford 


End o£ BOATANCHORS Digest 1819 
KKKKKKKKKKKKKK KKK KKK 


>From ???@??? Mon Dec 08 02:23:58 1997 


Message-Id: <199712072314.RAA12640@sco.theporch. com> 
Date: Sun, 7 Dec 1997 17:14:51 CST 
Subject: BOATANCHORS digest 1820 


BOATANCHORS Digest 1820 


Topics covered in this issue include: 


1) 
2) 
3) 
4) 
5) 
6) 
7) 
8) 
9) 
10) 
11) 
12) 
13) 
14) 
45) 
16) 
17) 
18) 
19) 


20) 


Re: Scrub-a-dub-dub! 

by "Arden Allen" <aallen@sirius.com> 
Re: What is class B, AB1, AB2? 

by "Arden Allen" <aallen@sirius.com> 
#30 

by Ken Gordon <keng@uidaho.edu> 

AC Motors as generators... 

by Ken Gordon <keng@uidaho.edu> 

Re: R-366/TRR-5 Receiver 

by "Arden Allen" <aallen@sirius.com> 
Re: Scrub-a-dub-dub! 

by "Arden Allen" <aallen@sirius.com> 
Re: What is class B, AB1, AB2? 

by Scott Robinson <spr@earthlink.net> 


Re: 


by 


11 tube regen 
philip mccoy <dgnova@erols.com> 


: 430 


Stanley Wilson <microres@crl.com> 
Two Transceivers 
"D. Ragsdale" <doragsda@polymail.cpunix.calpoly.edu> 


: WITT ie What is this Thing? 


Bill Jarvis <B.H.Jarvis@hw.ac.uk> 


: 11 Tube regen? 


Bill Jarvis <B.H.Jarvis@hw.ac.uk> 
Help with SB100 S-meter 
Bill Jarvis <B.H.Jarvis@hw.ac.uk> 


VTVM Info Needed 


by Spencer Petri <spetri@e-tex.com> 

RE: AWA CW Contest 

by Ed Sieb <esieb@gmsiworld.com> 

RE: Scrub-a-dub-dub! 

by Ed Sieb <esieb@gmsiworld.com> 

Re. R-366/TRR-5 receiver 

by "Thomas A. Adams" <103360.2133@compuserve.com> 
WD-40 

by "Howard R. Weeks" <weeksh@ix.netcom.com> 
Re: 11 Tube regen? 

by gpewitt@execpc.com 


Re 
by 


. R-366/TRR-5 receiver 


Tom Norris <badger@telalink.net> 


21) A "Barkin-Willie" Weekend (51, and 6100) 
by john <johnmb@mindspring. com> 
22) Treasure Trove Found 
by "Lloyd A. Scott, Jr." <wpul1130@concentric.net> 


Date: Sun, 7 Dec 1997 10:26:51 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch. com> 
Subject: Re: Scrub-a-dub-dub! 

Message-ID: <199712071925.LAA04532@mail2.sirius.com> 


Rich; 


> From: Rich Force <bhabooks@together.net> 

> I believe that WD-40 is flammable. I remember reading something a few 
years back about someone using WD-40 on a power switch, not letting it 
completely dry, using the switch and having it burst into flames due to the 
contact spark. 


You are right. WD40, being a petroleum derivative, is flammable. You can 
use it as a flame thrower if you are clever (stupid). Its flash point is 
reasonably high however so you need a good hot spark to ignite it. Power 
down the set first if you are going to lube power switches. Using common 
sense you won't have any problems. 


Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Sun, 7 Dec 1997 11:20:19 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: What is class B, AB1, AB2? 

Message-ID: <199712071925.LAA04537@mail2.sirius.com> 


> From: Allen Tucholski <allent@en.com> 
> How do I know if I am running AB1 or AB2? 


AB2 means you are running grid current, i. e., you are hitting the grid 
with enough signal to drive the grid positive with respect to the cathode 
and thus drawing grid current. AB1 means you're NOT driving the grid 
positive. It's a distinction ‘cause when you draw grid current you will 
get distortion if the driver stage impedence is high. You need a low 
output impedance driver stage to operate AB2. The higher the grid swing 


the higher the plate swing which means more power out IF you have the plate 
load impedance set up correctly. 


> I need to know how I should hook up the modulation transformer for the 
correct Plate to Plate impedance. 


Experiment. Use a load resistor which represents the nominal load a final 
RF amp plate circuit presents when modulating 100% if you can figure it. 
Otherwise the load should be the final amp itself. Look (with a 'scope) 
for maximum undistorted modulation capability with various hookups. Compare 
DC power being supplied to the modulator plate circuit v/s added RF power 
when modulating. Undelivered power goes up as heat from the plates of your 
modulators (same applies for your final--dipping it gets proper load to 
plate). You can also draw too much grid current and ruin your tubes. Good 
power tubes can handle this. 6L6's are so-so. 


Read up on the subject. Hope this helps. 73 


Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Sun, 7 Dec 1997 11:29:28 -0800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: boatanchors@sco.theporch.com 

Subject: #30 

Message-ID: <Pine.BSF.3.95.971207112707 .9807E-100000@piobaire.mines.uidaho.edu> 


I need a FULL set of specifications on this tube. My tube manuals aren't 
old enough. I need Gm, interelectrode capacitances, Plate load 
resistances, etc. 


Could anyone copy and mail/fax/e-mail-attach/send by carrier pigeon a page 
from an old enough tube manual on this tube? 


If you had similar data on the #19, I would gladly accept that too. 


Kenneth G. Gordon W7EKB College of Mines and Earth Resources 
226 N. Washington St. //oxr// University of Idaho 

Moscow, Idaho 83843 Moscow, Idaho 83844 

(208) -882-8745 (208) -885-6133 


Great Highland Pipes, Amateur Radio, Electronic Consulting, Home-Schooling 
Traditional Roman Catholic 


My PGP Public Key Upon Request. 


Date: Sun, 7 Dec 1997 11:33:17 -0800 (PST) 

From: Ken Gordon <keng@uidaho.edu> 

To: boatanchors@sco.theporch.com 

Subject: AC Motors as generators... 

Message-ID: <Pine.BSF.3.95.971207113100 .9807F-100000@piobaire.mines.uidaho.edu> 


Through the kindness of Chuch McGregor in Seattle (I hope I have that 
right, Chuck), I have the HR article, and some notes on using AC motors as 
AC generators. I will be happy to copy and mail to anyone who will send 
me an SASE. One stamp will suffice. 


Kenneth G. Gordon W7EKB College of Mines and Earth Resources 
226 N. Washington St. //oxr// University of Idaho 

Moscow, Idaho 83843 Moscow, Idaho 83844 

(208) -882-8745 (208) -885-6133 


Great Highland Pipes, Amateur Radio, Electronic Consulting, Home-Schooling 
Traditional Roman Catholic 


My PGP Public Key Upon Request. 


Date: Sun, 7 Dec 1997 11:34:41 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: R-366/TRR-5 Receiver 

Message-ID: <199712071934.LAA04890@mail2.sirius.com> 


From: Ken Gordon <keng@uidaho.edu> 

To: Arden Allen <aallen@sirius.com> 
Subject: Re: R-366/TRR-5 Receiver 

Date: Sunday, December 07, 1997 10:59 AM 


> the hood, looks something like an SP-600 (I hope I haven't offended 
> anyone). 


Huh??! 


> It's kinda knarly. It needs the 11 step recovery process. 
> 


VV VV VV VV VV VV 


> 
> What's that? 
> 
> 


Well, I started by trying to get my ba projects into 12 step recovery but 
none of them ever seem to finish; far as one ever got was to step 11. So, 
I gave up trying for 12. 


Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Sun, 7 Dec 1997 11:44:24 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Scrub-a-dub-dub! 

Message-ID: <199712071943.LAA05166@mail2.sirius.com> 


Ed; 
I'll trade GUMMY for CORRODED any day. 


73 Arden 


From: Ed Tanton <n4xy@bellsouth.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Scrub-a-dub-dub! 

Date: Sunday, December 07, 1997 11:21 AM 


>Date: Sun, 07 Dec 1997 14:21:15 -0500 

>To: bhabooks@together.net 

>From: Ed Tanton <n4xy@bellsouth.net> 

>Subject: Re: Scrub-a-dub-dub! 

>In-Reply-To: <3.0.3.32.19971207153515 .006fa4b0@pop.together.net> 
>References: <3.0.32.19971207085315.0071ee90@mailman. ghgcorp.com> 
> 

>Personally I am not a WD-40 fan. It leaves a gummy residue when it dries 
that I have no use for. When I worked for Tektronix in 1972 my manager 
would have fired me for using it on a pot-or anything else. 

> 

>At 03:35 PM 12/7/97 +0000, you wrote: 

>>At 08:54 12/7/97 -0600, you wrote: 

>>>>Tektronix used to recommend WD40 for cleaning pots, in fact if you 
bought a 

>>>>maintenance kit from them it had WD40 in it. So there are two of us 
using 


VVV VV VV VV VV VV VV VV VV VV 


>>>>WD40 on pots but will anybody listen to us? No no! 

>> 

>>I believe that WD-40 is flammable. I remember reading something a few 
>>years back about someone using WD-40 on a power switch, not letting it 
>>completely dry, using the switch and having it burst into flames due to 
the 

> >>contact spark. I have not really been following this thread and am not 
sure 

> >>if this has been mentioned before but I thought I would pass it along 
for 

>>safety's sake. 

>> 

>>Rich, WB1ASL 

>> 

>> 


VVVV Vv 


Ed Tanton N4XY EMAIL: n4xy@bellsouth.net 
189 Pioneer Trail 
Marietta, GA 30068-3466 TEL: (770)579-3933 V/MBX/FAX 


VVVV VV VV VV VV OV 
Vv 
Vv 


Vv 


> "Think you can, think you can't: either way you're right!" Henry 
Ford 


Date: Sun, 7 Dec 1997 11:40:16 -0800 

From: Scott Robinson <spr@earthlink.net> 

To: boatanchors@theporch.com 

Subject: Re: What is class B, AB1, AB2? 

Message-ID: <v03007802b0b0a991715a@[153 .34.139.215]> 


Allen wrote: 

> 

>I am a little confused. I am trying to connect my modulation transformer 
>(125 watt Varimatch) 

>to an Dukane audio amplifier using 4 each 6L6GC in push pull parallel. 

> 

>Looking at the info provided with the audio transformer, it says for 2- 
>6L6's AB2, the Plate to Plate impedance would be 3800 ohms, for 4- 6L6's 
>AB2, the Plate to Plate impedance would be 1900 ohms, for 2- 6L6's_ AB1, the 
>Plate to Plate impedance would be 6600 ohms, for 4- 6L6's AB1, the Plate to 
>Plate impedance would be 3300 ohms. 

> 


>How do I know if I am running AB1 or AB2? I can tell you this, before I 
>removed the original Audio x former, I measured the B+ voltage at the center 
>tap of the audio xformer. It was 450 volts. I then measured the current at 
>this same point. the current was 220 ma. So what i see so far is. 455 x 
>.220 =100.1 watts input. Would the Plate to plate impedance of the circuit 
>then be 455 / .220 =2068 ohms? 

> 

and Scott sez: 


SInce running class AB2 by definition means that the tubes are driven into 
grid current, the grid drive arrangement is a clue. If it's by transformer 
or direct coupled cathode follower, it's probably AB2. If the grids are 
Capacitor coupled from the preceding stage, any grid current will be 
rectified and charge up the capacitor, changing the biasing point and 
getting rid of the grid current, so capacitor coupling can't be AB2. 


Just to review, here are the class of operation definitions: 

Class A, both tubes always conduct (neither is ever cut off) 

Class B-~ One tube conducts on positive half cycles and the other on negative 
Class C This is really a pulse amplifier and is only useful driving a 


resonant circuit as in transmitter finals. 


Class AB both tubes conduct for small or moderate signal amplitudes but 
each one cuts off for large positve and negative signals, respectively. 
The degree of A- versus B-ness can be set anywhere in between class A and B. 


The suffixes -1 and -2 indicate whether the tubes' grids are driven 
positive and therefore into grid current. 


The ABC definitions apply to transistor circuits as well. The -1 and -2 
don't, since at least bipolar transistors always draw base current. 


I hope this helps. 


Scott Robinson 
spr@earthlink.net 


Junque is GOOD for you! 


Date: Sun, 27 Jan 80 15:45:28 -0800 

From: philip mccoy <dgnova@erols.com> 

To: boatanchors@sco.theporch.com 

Subject: Re 11 tube regen 

Message-ID: <199712072008.PAA27210@smtp3.erols.com> 


More than likely that is a superhet with regeneration in the 
RF or IF or both. 


The Sargent co. used regeneration in the RF. Also Jone's super 
gainer used regeneration in the mixer and RF. 


There was a ARRL handbook superhet with regeneration in the IF 


Philip McCoy dgnova@erols.com 


Date: Sun, 7 Dec 1997 12:22:00 -0800 (PST) 

From: Stanley Wilson <microres@crl.com> 

To: Ken Gordon <keng@uidaho.edu> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: #30 

Message-ID: <Pine.SUN.3.91.971207121417 .23444B-100000@cr15.crl.com> 


Type 30 


filament voltage 2.0 vdc 

filament current .06 amps 

Grid to plate capactiance 6.0 mmfd 
input capacitance 3.0 mmfd 
output capacitance 2.1 mmfd 


amplification factor 9.3 

mutual conductance 900 micromhos (Class A amplifier) 
typical plate 135 vdc 

grid voltage -9 vdc 

plate current 3.0 ma (Class A) 

output 0.07 watts 


as detector 


grid condenser .00025 mfd 

grid leak 1 to 5 megohms 

grid -13.5 vdc 

plate voltage 135 vdc 

plate current adjust for 0.2 ma with no signal 


Type 19 
twin triode class B power amplifier 


filament voltage 2.0 vdc 

filament current 0.26 ma 

plate voltage 135 vdc max 

dynamic peak plate current per plate 50 ma max 


load resistance plate to plate 10000 ohms 
grid voltage -3 vdc 

static plate current 4 ma 

power output 1.9 watts 

input power 100 mw 


Ref: Frank Jones Radio handbook 1937 


de stan akOb 


Date: Sun, 7 Dec 1997 12:46:15 -0800 (PST) 

From: "D. Ragsdale" <doragsda@polymail.cpunix.calpoly.edu> 

To: boatanchors@theporch.com 

Subject: FS: Two Transceivers 

Message-ID: <199712072046 .MAA16237@rubens.artisan.calpoly.edu> 


The odds of me getting the time to work on these is about equal to my 
finding a KWS-1 for $5 at a garage sale; so hopefully someone else will want 
to give it a shot: 


For Sale: 


WRL Duobander 84. This is a 80 & 40 meter transceiver, SSB only, no 
sideband selector, so I guess only one sideband per band. Built in speaker 


in the front panel. Was very dirty inside, but it cleaned up very nice (no 
corrosion on the chassis or obviously damaged parts). All knobs there and 
the front panel is in pretty decent shape. Cabinet needs to be repainted 
black. Needs an external power supply, which I don't have, so it is 
untested, but appears complete other than the PS (and no feet). $30.00 plus 
shipping from zip 93401 (not very heavy). No manual 


Galaxy V Mark 2. 500 watt transceiver (!). Same general condition as the 
Duobander, but the cabinet paint is better (could use an overspray of black) 
- missing cabinet screws and front feet. This also needs an external power 
supply which I don't have, so it's untested also, but again appears 
complete. From email with Jim Lockwood on the list, he said these get 
fairly hot and you should be prepared to replace some resistors which have 
likely drifted from the heat. I am sorely tempted to keep this one, as I 
think it would be a neat radio, but I can't keep everything (per 
instructions from the XYL). $45.00 plus shipping.( a little heavier than 
the duobander, but not bad). No manual. 


Looks like W7FG has manual copies for both of these. 
In the case of multiple requests, Rules of Ware shall prevail. Thanks. 


73 

Dave Ragsdale 

David Ragsdale 
doragsda@oboe.calpoly.edu 


Date: Sun, 07 Dec 1997 21:47:09 +2400 

From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

To: lawson_r <lawson_r@popmail.firn.edu> 

Cc: boatanchors <boatanchors@theporch.com> 
Subject: Re: WITT ie What is this Thing? 
Message-ID: <199712072147 .VAA11553@punt1.hw.ac.uk> 


On 1997-12-07 lawson_r@popmail.fixrn.edu said: 
la>X-Mailer: Mozilla 3.01Gold (Win95; I) 
la>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN 
la>Status: 
la>Holiday Greetings from Pensacola. 
la>I need some help in identifying this item. It is definitely a 
la>crystal. Case is about 2 inches is diameter and 5/8 inch high. Two 
la>pins on the bottom are spaced 3/4 inch. Case is black bakalite. The 
la>case cap screws (12 turns) onto the base assembly with the quartz 
la>inside. Brand name on the top is "BLILEY" with the words FR___KC___C 


la>TEM__F___MA 

la>On the bottom it reads "For Amateur and Experimental Use Only. Made 
la>is USA". 

la>Any ideas, Fellows? 


la>Tnx Rob W4RL Pensacola Florida 


Try getting it to oscillate! Easiest way I know is two logic gates (wash 
my mouth out!) in multivibrator config with the suspect xtal either in 
series with, or shunting to earth, one feedback link. 


OR connect between grid of reliable valve, and deck. Try various tank 
coils. If nothing happens try again but with the suspect and a small C 
(in series) going from anode to control grid. 


Carefully! If it suddenly bursts into strong oscillations it might 
literally shake itself apart. 


Might even try a transistor circuit; xtal from collector to base. 
Good luck. 


UN de Bill, gm8apx 


Bill, aka maestro@cix.co.uk. Tel/fax/msg [44 or 0] 131 336 4502 
GM8APX, qthr No 6, eh4 6jy Cave felem No Rectangulars 


Net-Tamer V 1.10 - Registered 


Date: Sun, 07 Dec 1997 21:47:19 +2400 

From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

To: gpewitt <gpewitt@execpc.com> 

Cc: boatanchors <boatanchors@theporch.com> 
Subject: Re: 11 Tube regen? 

Message-ID: <199712072147.VAA11559@punt1.hw.ac.uk> 


If you squelch the regen at approx 1/10 RF, that could employ another 
tube. I'm working on a similar poject - twin PX25s for output (what 
else?) - stuck for output transformer but otherwise ready to start 
witing. Only one RF stage though (and no super-regen). 


What sort of detector do you recommend? I'm torn between anode bend, and 
"power grid". I believe one gives more gain, lower fidelity - but which? 


What MAKES us start these things anyway? Gerophilia? 


UN de Bill, gm8apx 


Bill, aka maestro@cix.co.uk. Tel/fax/msg [44 or 0] 131 336 4502 
GM8APX, qthr No 6, eh4 6jy Cave felem No Rectangulars 


Net-Tamer V 1.10 - Registered 


Date: Sun, 07 Dec 1997 21:47:25 +2400 

From: Bill Jarvis <B.H.Jarvis@hw.ac.uk> 

To: nipriano <nipriano@mbox.vol.it> 

Cc: boatanchors <boatanchors@theporch.com> 
Subject: Re: Help with SB100 S-meter 

Message-ID: <199712072147.VAA11562@punt1.hw.ac.uk> 


On 1997-12-07 nipriano@mbox.vol.it said: 
ni>Hi, 
ni>My SB100 has a problem with the S-meter and ALC. 
ni>I cannot null the S-meter with the related trimmer (it will not go 
ni>under S2) and the maximum reading I get is S9 even with very strong 
ni>broacatings and a good antenna. 
ni>In transmit the ALC meter goes under zero with no speach and the 
ni>reading under normal speach is rather low. 
ni>I have checked for leaking diodes,tubes looks ok,there are no 
ni>components with signs of overheating. 
ni>Any idea or suggestion ? 
ni>thanks and 73 
ni>Nick IK1YWF 


Just a thought - is the AGC working correctly and thereby preventing you 
setting the S-meter correctly? Try shorting the AVC line to deck. 


UN de Bill, gm8apx 


Bill, aka maestro@cix.co.uk. Tel/fax/msg [44 or 0] 131 336 4502 
GM8APX, qthr No 6, eh4 6jy Cave felem No Rectangulars 


Net-Tamer V 1.10 - Registered 


Date: Sun, 7 Dec 1997 15:51:56 -0600 (CST) 


From: Spencer Petri <spetri@e-tex.com> 

To: boatanchors@theporch.com 

Subject: VTVM Info Needed 

Message-ID: <199712072151.PAAQ9931@sco.theporch. com> 


Hello gang, 


Looking for a schematic and info on a Sylvania Electric, Polymeter, Type 
134. Nice meter. Get it to working and it'll be the only bright green piece 
of test equipment I use. 


TIA, 
73 de Pete WA5JCI EM21 "the future will be better tomorrow" 


2 Mtr -- 36 States -- VUCC #346/183 Grids 


Date: Sun, 7 Dec 1997 17:01:30 -0500 

From: Ed Sieb <esieb@gmsiworld.com> 

To: Old Tube Radios <boatanchors@theporch.com>, 
"'George Sieverson'" 

Subject: RE: AWA CW Contest 

Message-ID: <0Q1BD0331.C4B1A820@dstephen. gmsiworld.com> 


>....Old transmitters using circuits from the 20's. The sound of 
>drifty, chirpy, hummy, raspy CW notes around 3590KC is music... 


Aha! So _that's_ what all that wonderful, joyous racket was!!! Yep, I = 
too heard them raspy, buzzy notes and chirpy signals and simply assumed = 
that's where all the ‘ol Buzzard BA rigs hung out. :-) 

Truly, it was quite amusing and a real kick to listen to that stuff. = 
The only rig that I've got that would come anywhere close to that = 
vintage would be my Apache, but I don't think it really qualifies. 


Sammy Adams, eh? Sleeman's Cream Ale up this way, pal! You betcha! 


73, de Ed VA3ES/VE2BAQ (that's Boat Anchor Quality) 


Ed Sieb, VA3ES esieb@gmsiworld.com 

P. O. Box 8377, Ottawa Terminal, Ottawa, Ontario, K1G 3H8 
613-738-8924 (H) 613-599-5161 (W) =09 

AMI #529 Canadian Division Director. 


Member - Radio Club of America, QCWA, AWA 
Net Manager - Canadian Boat Anchor Net (3745 Kcs) 


Date: Sun, 7 Dec 1997 17:12:23 -0500 

From: Ed Sieb <esieb@gmsiworld.com> 

To: Old Tube Radios <boatanchors@theporch.com>, 
"'Richard Loken'" 

Subject: RE: Scrub-a-dub-dub! 

Message-ID: <0Q1BD0333.49AQ04EAQ0@dstephen. gmsiworld.com> 


> So you use WD40 So you use WD40 on pots too... 


Yup, me too, for years. It's been standard practice up here (Canada) = 
for more experience techs and engineers to use WD40 on pots, switches 
etc. Even the CBC used to recommend it for lubricating old magnetic = 
recording tape. 

I've used the stuff for years to clean switches and pots with no adverse = 
reactions ever. 


73, de Ed VA3ES/VE2BAQ (that's Boat Anchor Quality) 
Ed Sieb, VA3ES esieb@gmsiworld.com 

P. 0. Box 8377, Ottawa Terminal, Ottawa, Ontario, K1G 3H8 
613-738-8924 (H) 613-599-5161 (W) =09 


AMI #529 Canadian Division Director. 
Member - Radio Club of America, QCWA, AWA 
Net Manager - Canadian Boat Anchor Net (3745 Kcs) 


Date: Sun, 7 Dec 1997 17:24:05 -0500 

From: "Thomas A. Adams" <103360.2133@compuserve.com> 

To: "INTERNET: boatanchors@theporch.com" <boatanchors@theporch.com> 
Subject: Re. R-366/TRR-5 receiver 

Message-ID: <199712071726_MC2-2BO0C-6031@compuserve. com> 


Hello Arden, Ben, et al... 


Welcome to the R-366/TRR-5 fan club, Arden. Definitely one of the STRANGEST 
receivers to come out of the Korean War surplus bin. 


I have to agree with Ben's excellent comments re. the radio being something 
of a strange cat; a troop entertainment set that is intended to double as a 
heavy duty commo receiver is a unique idea, but about par for the course 
for some of the Pentagon planning types. Besides the BFO, crystal filter, 
etc. I would add ANOTHER strange feature; when's the last time you saw an 
entertainment radio with a panoramic adaptor output??? And I can tell you 
from experience that it works quite well; I have a BC-1031 hooked on mine, 
and the pair does an admirable job. However, I have been tinkering with the 
set to try to remove 455 KHz energy that escapes from the BFO and leaks 
back into the B+ and filiment circuits; the BFO shows up as a minor pip on 
the panadaptor. 


Re. the dial mechanism; strangest one I've ever seen. The novelty of it was 
one of the things that hooked me on the radio initially. When you turn the 
main tuning dial, the calibrated scale disk rotates in the OPPOSITE 
direction! Truly WIERD! 


Thanks for the tip about the coupling device Ben; I'll have to look for a 
junker set to scrap one from (FAT CHANCE!!!), just in case. My dial is VERY 
smooth, and I'd like to keep it that way. 


BIW... serial numbers. Arden isn't that high; my set is #541. This set is 
also an Espey. I'm beginning to wonder if there are any other contractors 
out there who built ‘em? 


I'll second the comments on Sheldon Wheaton's manual copies; they are truly 
excellent! I have one here in front of me now. 


My set too needs some TLC, tho it operates as advertised. SOME idiot in the 
set's past tried to pull the tube shields straight off, damaging the 
bayonet pin retainer rings / mounting ears on several sockets. They will 
have to be replaced, as the socket inserts are sort of floating loose. 
Other than that, the rig in in fine shape. 


I also wanna do a panel repaint job on this thing. Still looking around for 
the shade of paint that I refer to as "USMC Olive Drab", or simply as 
"Jarhead Green" gloss enamel. My rig still has the cabinet, and the shock 
mounting. Also, blue / green wrinkle (for the cabinet) would be nice to 
find, as would the same shade in flat semigloss for the shock mount rails. 


VERY impressive to me is the panel engraving; control marking is expected, 
but this rig has a lit of artistic borders and embellishments on the panel. 
The inch high letters that pop up in the bandswitch position viewing window 
remind you of a child's building blocks. The first impression I got was 


that it is a big, MIL-spec Fischer-Price toy, or this radio was designed to 
be run by operators who weren't so terribly bright and who needed things to 
be VERY obvious! 


Servicing this thing is a bit of a problem in the area of the front end. 
That turret tuner is a mechanical horror to get an alignment tool into! 
Other than that, no great hassles. I REALLY appreciate the roller rack 
rails in the cabinet; they make it easy to take a quick peek inside for 
whatever reason. 


In terms of operation, I like it. EXCELLENT receiver for SWLing, sort of a 
super S-38! I wouldn't put it in the same class as an SP-600 however, but 
it is STILL a well engineered hunk of gear. Given the limitations of the 
dial calibration, it does a good job as a ham receiver; CW performance is 
particularly good, especially with that crystal filter. On SSB, I've used 
worse receivers in my time. 


Now, the BIG question; has anyone out there got the accessories for this 
rig? Like, the CY851/TRR-5 transit case, and the LS-171U speaker (a big, 10 
inch infinite baffled job that apparently has a good looking wood front 
panel that mounts in the transit case, and doubles as a stand for the 
radio)? With 5 watts of undistorted output from the radio, this thing must 
have REALLY sounded GOOD! I can just imagine the swabbies jitterbugging 
around thier mess when it was on! <grin> 


73's, 


Tom, W9ILBB 


Date: Sun, 7 Dec 1997 17:26:31 +0000 

From: "Howard R. Weeks" <weeksh@ix.netcom.com> 

To: boatanchors@sco.theporch.com 

Subject: WD-40 

Message-ID: <199712072226.QAA29550@df£w-ix3.ix.netcom.com> 


I use it for lots of things including starting the lawn mower. 
A shot of it in the intake sure makes the motor set up and take 
notice. 

VERY FLAMMABLE ! 


Howard Weeks 
Howard Weeks 
Augusta, GA 


Date: Sun, 7 Dec 97 16:29:53 PST 

From: gpewitt@execpc.com 

To: ken@beach.mv.com, boatanchors@listserv.tempe.gov, boatanchors@theporch.com 
Subject: Re: 11 Tube regen? 

Message-ID: <Chameleon.971207163738.spewitt@execpc.com.execpc.com> 


I never even looked in Moore's book. I didn't think it would be there. 
Duhhh. Even though it's a superhet it still looks interesting. 
Designed by McMurdo Silver eh? Of course I'll never find one. 

I'm still looking for a -really- good regen design to build. 

Thanks a bunch Ken. 73 Gary 


On Mon, 08 Dec 1997 03:55:34 -0500 Ken Beach wrote: 


>Hi Gary, 
> 
> As I read your posting I took an interest because it sounded like a 


>possible regenerative IF stage receiver. I remembered hearing about 
>them some time back. A quick check of "Communications Receivers The 
>Vacuum Tube Era 1932-1981", Raymond Moore, RSM Communications, Key 
>Largo, Fl. reveals that to be the case. Moore says under filter 
>regenerative IF. Reminds me of the Heathkit Q multiplier. It lists 11 
>tubes as you said:7A7,635,6SF5,6K8,VR105,6B8,2 6SK7,2 7C5, 80. Moore 
>says it has 12 Watts of audio, so I figure the two 7C5's are the audio 
>output. The 80 would have been the rectifier, and the 6SK7's probably 
>the IF's. IF frequency was 455kHz. This stuff is on page 29 along with 
>a photograph of the U-50K/W (I'll bet that was kit/wired). 

> 

>Hope I was of some help. 

> 

>Ken Beach 

> 


>> 


Name: Gary Pewitt N9ZSV/KT 
6120 W. Calumet Rd. Apt 204 
Milwaukee, WI 53223 
414 355 8147 Home 414 297 4307 Work 
E-mail: gpewitt@execpc.com 
Date: 12/07/97 
Time: 16:29:53 


Date: Sun, 07 Dec 1997 16:45:11 -0600 

From: Tom Norris <badger@telalink.net> 

To: 103360.2133@compuserve.com 

Subject: Re. R-366/TRR-5 receiver 

Message-ID: <3.0.3.32.19971207164511.02fbbb5c@mail1.telalink.net> 


At 05:24 PM 12/7/97 -0500, Thomas Adams wrote: 

>Welcome to the R-366/TRR-5 fan club, Arden. Definitely one of the STRANGEST 
>receivers to come out of the Korean War surplus bin. 

> 

>I have to agree with Ben's excellent comments re. the radio being something 
>of a strange cat; a troop entertainment set that is intended to double as a 
>heavy duty commo receiver is a unique idea, but about par for the course 
>for some of the Pentagon planning types. Besides the BFO, crystal filter, 


Hmmm. Except the crystal filter - what about the AN/GRR-5. The manual 
doesn't give any real specific use for the thing, and it tunes too coarsley 
in my opinion to be a good communications RX. Those Who Know 

may Know... :-) 


> 

>Re. the dial mechanism; strangest one I've ever seen. The novelty of it was 
>one of the things that hooked me on the radio initially. When you turn the 
>main tuning dial, the calibrated scale disk rotates in the OPPOSITE 
>direction! Truly WIERD! 


The GRR-5 does too - at least the dial scale does. Yea, yea.. different. 


> 

>VERY impressive to me is the panel engraving; control marking is expected, 
>but this rig has a lit of artistic borders and embellishments on the panel. 
>The inch high letters that pop up in the bandswitch position viewing window 
>remind you of a child's building blocks. The first impression I got was 
>that it is a big, MIL-spec Fischer-Price toy, or this radio was designed to 
>be run by operators who weren't so terribly bright and who needed things to 
>be VERY obvious! 

> 


Kinda my impression of the GRR-5 set - big knobs, largish though not terribly 
so, lettering. Runs an almost evrey voltage too. Vibrator runs even on AC - 
not the quietest operation, though not a problem with headphones. 


>In terms of operation, I like it. EXCELLENT receiver for SWLing, sort of a 
>super S-38! I wouldn't put it in the same class as an SP-600 however, but 
>it is STILL a well engineered hunk of gear. Given the limitations of the 
>dial calibration, it does a good job as a ham receiver; 


Another GRR-5 similarity -- it is basically a "battery set". I tend to 

think of 

it as a 65 pound TransOceanic, though.... Not a lot of audio out with the 3V4 
output stage though - but it has a built in speaker to hear it with. :-) 
Heck, my R-390s don't have THAT. heehee. 


Any other GRR-5 owners out there? 


73 


Please visit The Mil List for info on military communications gear: 
HTTP: //www.telalink.net/~badger/millist/mi.html 


This is a non-comercial endeavor strictly for providing 
info for those who have a need for it - and intertainment 
for those who dont.... 


ANY and ALL Contributions Welcome. 
KKKKKKKKEKKEK AK AK AK AKAK KKK KKK KKK AEK AK AK AK IK IKI KKKEKERKERK 


Tom Norris KA4RKT 
badger@telalink.net Nashville, Tennessee, USA 


Date: Sun, 07 Dec 1997 17:56:42 -0500 

From: john <johnmb@mindspring.com> 

To: boatanchors@theporch.com 

Subject: A "Barkin-Willie" Weekend (51, and 6100) 
Message-ID: <199712072301.SAA25859@camel8.mindspring.com> 


Hello Gang, 
I finally go time (and energy!) to go through the B&W5100 I got 


from a fellow listmember, and apart from a little switch cleaning 
and refurb, it's amazing how well (and easily) this thing came up. 


A three wire cord, some Deoxit, and general cleaning ended me 

up with a beautiful specimen that I'll have on the air for quite some 
time. I thought that EFJ made nicely hewn stuff, but B&W seems to have 
surpassed them with this piece... 


Flushed with success, I hoisted the 6100 I've had for a couple 
of years back onto the bench. A brief earlier checkout had shown that it 
had 80m operation but nothing else. Reading the manual (I know... 
but I was running out of ideas!) I noted that it uses a 2nd IF oscillator 
to create a third signal, to mix with the sum of the first two, to generate 
the frequency synthesis for the rest of the bands. Poking through 
this oscillator (literally) I touched a carbon comp resistor that was in series 
with the plate of the 6CB6 oscillator... and it fell in two. Although there 
was no apparent crack, it had neatly fractured. Firing up the Metcal, 
I popped in a new one and all was well. 


For those who may not know, the 6100 is a early 60's synthesized 
rig with digital readout... and a nifty piece of work. More Deoxit on the 
switches and some cleaner on the pots and away we go... Vintage 
synthesized SSB circa 1962! I had a short chat with Fellow Listmember 
Jim (newly W4CCF) as well as another hour long chat with someone 
else on 75 M... serial number 212 is back making RF again! 


I know there's a couple more Barkin' Willie 6100's amongst 
the assembled group here...wanna all meet somewhere on 
the bands for a reunion one of these days? 


Best 
/John 


PS: AS an aside, when I bought this rig, the person who shipped 
it would not accept any packaging suggestions... being a trucker 
he said "I've handled freight all my life... if there's one thing I know 
how to do it's package heavy gear." 


When I picked it up from my apartment managers office (which was 
where I was at the time) the FEET OF THE RIG were poking through 
the bottom of the cardboard and the bottom of the SINGLE carboard 
box was split 2/3 of the length of the container! It just about arrived 
buck nekkid, and it only came 250 miles via UPS. It'll be treated 
MUCH nicer from now on..... 


|Wanted: Howard Co. receiver/acc'ys/docs 

| AWA-OTB back issues... 

Po ee WB50AU/4 AMI 424 ----- | 
| johnmb@mindspring. .com | 


Date: Sun, 07 Dec 1997 15:20:32 -0800 

From: "Lloyd A. Scott, Jr." <wpul1130@concentric.net> 

To: boatanchors@theporch.com 

Subject: Treasure Trove Found 

Message-ID: <348B2F40.677B@concentric.net> 

Went over to mothers today and sorta forgot that I had stored some 

BA goodies there around 20 years ago. Found the following: 

(1) Bud relay rack on wheels. 

(1) Western Electric type 43A1 Telegraph carrier with chnnels and test 
panel 

(1) McElroy code recorder RD60/U (like New) 

(1) Collins R390/URR mfg Motorola Corp: S/N 316 
contract 26579-PH52, in good condition 


(1) RCA AM Broadcast Modulation Monitor. 


xx Much more to follow. I think that I will be busy for a while. 


End o£ BOATANCHORS Digest 1820 
KKKKKKKKKKK KKK KAKA KAKI KKK 


>From ???@??? Mon Dec 08 02:24:43 1997 
Message-Id: <199712080550. XAA09214@sco.theporch. com> 
Date: Sun, 7 Dec 1997 23:50:49 CST 
Subject: BOATANCHORS digest 1821 
BOATANCHORS Digest 1821 


Topics covered in this issue include: 


1) Re: Treasure Trove Found 


by Bob Roehrig <broehrig@admin. aurora. edu> 
2) RE: FS HQ-140X 
by JONWEINER <JONWEINER@aol.com> 
3) SX101A MK 111 
by Larry Boyle <lbkd6wi@ns.net> 
4) WD-40 jet blaster! 
by "Tom R. Rice" <tomrice@netcom. com> 
5) SB-101 things needed 
by "Allan Fritsche" <fritsche@classic.msn.com> 
6) Aloha, the HQ-170A-VHF 
by "Allan Fritsche" <fritsche@classic.msn.com> 
7) Re: AC Motors as generators... 
by John Hurst <hurstjsj@gte.net> 
8) Mornin' After Hickok 19XD 
by MNHopkins <MNHopkins@aol.com> 
9) TA-12 mod/dyno available 
by don merz <71333.144@compuserve.com> 
10) RE: My ' Surplus manual copies' in BA 1772 
by "Herbert M. Rosenthal" <herbrose@lobo.net> 
11) More bad fuse advice 
by "Robert Nickels" <ranickel@mwci.net> 
12) Re: Re. R-366/TRR-5 receiver 
by bdhall@ghg.net (Benjamin D. Hall) 
13) T.M.C. Stuf£ wanted 
by RS2BK <RS2BK@aol.com> 
14) HandiHam hamfest report 
by Dale Braun <dkbraun@spacestar.com> 
15) SX-101 Arrives 
by Dick Dillman <ddillman@igc.apc.org> 
16) Re: A "Barkin-Willie" Weekend (51, and 6100) 
by Dick Dillman <ddillman@igc.apc.org> 
17) Re: SX-101 Arrives 
by kim herron <kherron@vixa.voyager.net> 
18) on WD-40 
by Brian.Harris@sv.sc.philips.com (Brian Harris) 
19) WTB DX100B 
by Larry Boyle <lbkd6wi@ns.net> 
20) Re: Rewind insulation 
by "Jim Zellmer" <zellmer@raccoon.com> 
21) Dec 7th History Chnl 
by Edward Zeranski <ejz@nosc.mil> 
22) Re: cleaners catching fire 
by "A.B. Bonds" <ab@vuse.vanderbilt.edu> 
23) Re: WD-40 
by bill@skeeter.bvc.frco.com (William Hawkins) 
24) Globe King 275 - week 1 
by Bill Coleman N2BC <n2bc@ibm.net> 
25) WD40 Revisted 


by "Arden Allen" <aallen@sirius.com> 
26) RE: info needed Gonset Monitone 

by JONWEINER <JONWEINER@aol.com> 
27) Re: cleaners catching fire 

by "Arden Allen" <aallen@sirius.com> 
28) Dothan Alabama hamfest 

by "David L. Thompson" <thompson@mindspring.com> 
29) L. M. Sargent Receiver??? 

by "David L. Thompson" <thompson@mindspring.com> 
30) Re: SX-101 Arrives 

by Dick Dillman <ddillman@igc.apc.org> 
31) Re: Aloha, the HQ-170A-VHF 

by "Roger A. McCarty" <rmccarty@deltanet.com> 


Date: Sun, 7 Dec 1997 17:31:01 -0600 (CST) 

From: Bob Roehrig <broehrig@admin.aurora.edu> 

To: "Lloyd A. Scott, Jr." <wpul1130@concentric.net> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Treasure Trove Found 

Message-ID: <Pine.ULT.3.96.971207172949 .23787B-100000@admin. aurora. edu> 


On Sun, 7 Dec 1997, Lloyd A. Scott, Jr. wrote: 


> Went over to mothers today and sorta forgot that I had stored some 
> BA goodies there around 20 years ago. Found the following: 
> 

> (1) McElroy code recorder RD60/U (like New) 


I also have one of those - bought it new from Fair maybe 15 years ago. 
If you locate any of the paper tape rolls for it let me know! 


"No one is listening until you make a mistake" 
E-mail broehrig@admin.aurora.edu 73 de Bob, K9EUI 
CIS: Data / Telecom Aurora University, Aurora, IL 
630-844-4898 Fax 630-844-5530 


Date: Sun, 7 Dec 1997 18:28:22 EST 
From: JONWEINER <JONWEINER@aol.com> 

To: boatanchors@theporch.com 

Subject: RE: FS HQ-140X 

Message-ID: <7ba41103 .348b3118@aol.com> 


I have an HQ-140X, with speaker, for sale. In good condition, although the 
cabinet could use a light touch-up from a spray can. Works great - I can hear 
.25uv from the signal generator at 28Mhz. Copy of manual included. Price $135. 
pick-up only in Greenville, SC. Please, don't inquire about shipping, since 
packing and hefting these pieces are of no interest to me. 


Jon, K1IVVC 


Date: Sun, 07 Dec 1997 16:04:04 -0800 

From: Larry Boyle <lbkd6wi@ns.net> 

To: Boatanchors list <boatanchors@theporch.com> 
Subject: SX101A MK 111 

Message-ID: <348B3974.28B56FCE@ns.net> 


Looking for the main tunning knob. Any help??? Cheers Larry B. 


Date: Sun, 7 Dec 1997 16:20:55 -0800 (PST) 

From: "Tom R. Rice" <tomrice@netcom. com> 

To: boatanchors@sco.theporch.com (boatanchors list) 
Subject: WD-40 jet blaster! 

Message-ID: <199712080020 .QAA05554@netcom14.netcom. com> 


The comments on the inflammability of WD-40 
remind me of the James Bond movie wherein 

Q07 incinerates a predatory snake with an 
impromptu blowtorch using his can of shaving 
lotion. You can duplicate this memorable 

feat with your can of WD-40 and some matches. 
Lotsa fun! You don't really need the snake...... 


73 de WB6BYH 1 


"Start off every day with a smile and get it over with." --W.C.Fields 
Tom R. Rice 
tomrice@netcom.com 


Date: Mon, 8 Dec 97 00:30:03 UT 
From: "Allan Fritsche" <fritsche@classic.msn.com> 
To: boatanchors@theporch.com 


Subject: SB-101 things needed 
Message-ID: <UPMAILO3.199712080030490903@classic.msn.com> 


Well Gang, I should go to the Heath reflector, but I always like to try 
this list first... With the upcomming arrival of a SB-101 SANS HP-23 
and SB-600 and Manual, I obviously need them. Anybody got spares... 


Your Friend Al 
fritsche@classic.msn.com 
KD5CML 


Date: Mon, 8 Dec 97 00:30:28 UT 

From: "Allan Fritsche" <fritsche@classic.msn.com> 

To: boatanchors@theporch.com 

Subject: Aloha, the HQ-170A-VHF 

Message-ID: <UPMAILO3.199712080030510591@classic.msn.com> 


Well Gang, during a wet and dreary Sunday afternoon, Got my little 
HQ-170A-vhf ready to send off tomorrow on a trade for a sb-101... 

I decided to hook it up one more time, mainly to make sure it worked 

for the next owner.. BOOM, signals coming over all bands, even tried 

2 meters, got a few on slope... MY HT blasted it away.This rig never sounded 
better. 


So there it sets on the bench, waiting to be packed up tomorrow with the 
manuals setting next to it.. 


So why do I feel so depressed.. Ive only had this rig for 2 years... 
Can it be that these guys are an extension of ourselves, we put in 
time to repair and clean and get them working well and they give back 
performance. I some how think that I'm not the only one that feels 
this way. 


Your Friend Al 
fritsche@classic.msn.com 
KD5CML 


Date: Sun, 07 Dec 1997 16:50:28 -0800 

From: John Hurst <hurstjsj@gte.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Cc: keng@uidaho.edu 

Subject: Re: AC Motors as generators... 


Message-ID: <348B4454.895@gte.net> 
Ken Gordon wrote: 


I have the HR article, and some notes on using AC motors as generators... 
>Hi Ken, I built up a generator when I was a kid in 1959 or '60 using a B+S engine 
and a 
1/2 hp GE induction motor. It took a bank of several hundred mf oil AC caps across 
the 
motor for excitation. Voltage regulation was very poor but it worked. I ran field 
day 
several years with the setup running a homebrew pair of 807s, 807 modulators, 
Meissner 
Signal Shifter and a NC173. When I went to xmit we had to add in additional caps 
(thru a 
remote contactor) to keep the voltage up. Whistle in the mic and you could here 
the 
engine bog down. One of the problems was that it required that there be some 
residual 
magnatism in the armature for it to start generating and occasionally it just 
wouldn't 
work. I discovered that if I stopped the engine and connected a flashlight battery 
momentarly across the motor it would then take off and give us power. 
I got the idea from an article in June 1956 CQ. 73, John, KU6X (ex K6SMD) 


Date: Sun, 7 Dec 1997 19:31:45 EST 
From: MNHopkins <MNHopkins@aol.com> 

To: Boatanchors@theporch.com 

Subject: Mornin' After Hickok 19XD 
Message-ID: <47£477£0.348b3£f4@aol.com> 


The radio club had this Christmas party, see, and there was this silent 
auction. The next morning, while my wife was taking my inventory, she 
happened to mention "That thing" in her car, so I took that opportunity to go 
get it. As I luged it up the steps I reflected that it is a good thing I am 
"tea total" as they say here in Texas or I might have bought a R-390A or a 
NC-303. 


Anyway, this thing is a Hickok Mod. 19XD signal generator, at least. It seems 
also to include a VTVM and it is sure big enough to do it. It measures 16 x 
13 x 7 inches and is substantially bigger than the Precision 200 on my bench. 
My Middleton book of test equipment circuits (1963) does not mention it, so it 
must have been obsolete in the Kennedy era, but it has a charm all its on, 
like a Dusenberg or a Packard. 


The switch is loose but I am not sure I want to fire it up ‘till I get someone 


to hold my hand on it -- does anyone have experience with these or any 
information on them? 


It covers 90 kc to 72 mc in 7 bands and has fixed xtals at 100 and 1000. A 
big arced meter juts out from the front and the dial is a big silver one like 
a early Hallicrafters receiver. 


73 de ab5L, michael in dallas, student of Tecraft and International (ICM) ham 
products and mementoes of Six Meters' Golden Age: 1957-58 

Michael Hopkins 

Box 226841 

Dallas, TX 75222 MNHopkins@AOL.com 


Date: Sun, 7 Dec 1997 19:43:28 -0500 

From: don merz <71333.144@compuserve.com> 

To: boatanchors@theporch.com 

Subject: TA-12 mod/dyno available 

Message-ID: <199712071946_MC2-2B17-CC3B@compuserve. com> 


Hi. Just in case you missed it on another list, Carl Nord (cnord@snet.net) 
has the rare matching modulator/dynamotor for the Bendicx 

TA-12 transmitter. He also has a partially-converted TA-12. He said 

that he just wants to trade for any BA transmitter with 80 and 160 

on it. I have not seen the units but I have dealt with Carl before and he 
has always been a straight shooter. 

FYI. 

73, Don 


Date: Sun, 07 Dec 1997 17:52:50 -0700 

From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
To: BoatAnchors <boatanchors@theporch.com> 

Subject: RE: My ' Surplus manual copies' in BA 1772 
Message-ID: <348B44DD.7EC9@lobo.net> 


Reference my Nov 12th offer to obtain CQ permission to copy their 1960 
'Surplus Schematics Manual'... and to distribute it (printed and shipped 
at cost) to BA'ers..here are the numbers, FYI: 


Number of BA readers who wanted to buy a copy (Sent a 'Yes'): 30 


Number o£ readers who paid in advance by closing date of 12/6: 


13 


Add: one copy to CQ for their archive..for their permission: 
1 


Number of copies I will print and ship this week: 14. Fourteen. 
There will be no spare copies; please do not request them. 
Phew...I feel good that I waited for payment up front..wouldn't you? 


I will contact all who paid the day I ship. Thanks for your patience. 
What a GREAT avocation we pursue.. 


Herb Rosenthal W5AN 


Date: Sun, 7 Dec 1997 19:03:57 +0000 

From: "Robert Nickels" <ranickel@mwci.net> 

To: boatanchors@theporch.com 

Subject: More bad fuse advice 

Message-ID: <199712080105.TAA15317@subcellar.mwci.net> 


Hi All, 


Just read an article in Popular Communications describing the old 
Johnson Messenger I and II CB rigs. In the second-to-last paragraph, 
the author describes how to install a dual-fused plug, or an internal 
fuse in BOTH sides of the line. Then, in the last paragraph, he 
urges everyone to be careful working with high voltages, etc. 


Sheesh! Hey maybe you outta have to pass a test first....??? 


73, Bob WIRAN 


Date: Sun, 07 Dec 1997 16:52:19 -0600 

From: bdhall@ghg.net (Benjamin D. Hall) 

To: 103360.2133@compuserve.com, Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Re. R-366/TRR-5 receiver 

Message-ID: <3.0.32.19971207165039 .006e7ab0@mailman. ghgcorp.com> 


>etc. I would add ANOTHER strange feature; when's the last time you saw an 
>entertainment radio with a panoramic adaptor output??? And I can tell you 
>from experience that it works quite well; I have a BC-1031 hooked on mine, 
>and the pair does an admirable job. 


Oh goodness! I forgot to mention the panoramic display output! Definately 
a wierd feature for a troop entertainment set. 


I also use my R-366 panoramic display output with a BC-1031-C, works well, 
but I really have to crank back on the gain, or I drive the pips right off 
the screen! 


Being that this December 7th, a day that will live in infamy, can any of 
you Navy radio ops out there shed some light on the R-366? 


Thanks and 73, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator 
extraordinaire. Located in Houston, Texas, USA. 

e-mail: BDHall@ghg.net web:http://www.ghgcorp.com/bdhall 


Date: Sun, 7 Dec 1997 20:16:17 EST 
From: RS2BK <RS2BK@aol.com> 

To: boatanchors@theporch.com 

Subject: T.M.C. Stuff wanted 
Message-ID: <32de56e2.348b4abf@aol.com> 


Fellow boat people. I'm looking a piece of Techincal 
Meteriel Command Equipment. A PMO-2 VFO ( I'ts 
pictured in a Aug 1959 QST pg 7). This is a 2 to 4mhz 
VFO used with a SBE-2 and 3. 
Tnx for any assistance. 

Jim w9ud 


Date: Sun, 07 Dec 1997 19:40:32 -0600 
From: Dale Braun <dkbraun@spacestar.com> 
To: boatanchors@theporch.com 

Subject: HandiHam hamfest report 
Message-ID: <348B500F .23B3@spacestar.com> 


Attended the Handi-Ham hamfest in Golden Valley, Minnesota on Saturday. 
Saw many BA enthusiasts, like KOBS, WDOI, KOKCY, N9BLU, WOFTN and 
others. This year they used a "form" type of silent auction which I 
certainly do not prefer. But, I came away with an HW-8, which even 
works. 


BA's seen this year included a Viking I, a Drake C line, some other 


miscellaneous Drake equipment, several Heath HW-101s, and two Johnson 
Matchboxes - the 250 watt variety. 


Also the usual boxes of junk, some strange test equipment, and loads of 
computer stuff that was only there to save landfill space. 


What I found interesting was that they had loads of solid state 
equipment - several handhelds, several mobile two-meter rigs, and I'd 
have to say 5 or 10 Ten Tec Century 21's and about 10 to 15 other Ten 
Tec rigs, all of which had had minor modifications to assist blind 
amateurs. 


There were a few other flea marketers there as well. Picked up a P-P to 
8 ohm output transformer, at least 50 watt capacity since it's the same 
size as the modulation transformer in my Apache. 


This hamfest was once known as a great source of old BA's like Vikings 
and Rangers. Those days are gone. But there are some fun things that 
still show up. And proceeds go to a great cause - Handi Hams. 


73, 
Dale 
WD9GWH 


Date: Sun, 7 Dec 1997 17:39:53 -0800 (PST) 
From: Dick Dillman <ddillman@igc.apc.org> 
To: boatanchors@theporch.com 
Cc: Whispell@aol.com, omssjh@uclink.berkeley.edu, 
Kay Clements <potsy@best.com>, countrykt@juno.com (K.T. Stock), 
Subject: SX-101 Arrives 
Message-ID: <2.2.16.19971207173845.4cf£77366@pop.igc.org> 


Those who remember such things may recall that in the last days of November 
there came upon me a craving for a Hallicrafters SX-101. Even for one for 
whom such cravings are not rare, this seemed strange. I had passed the '101 
by many times before. It's strictly an amateur product after all and the 
closest I've ever come to such a thing is the highly suspicious ham band 
calibration on the GPR-90RX. But it at least is general coverage. How 
would one monitor KPH with a '101? Not at all was the obvious answer. So 
the '101 remained a stranger to this radio room. 


Then, as Fall passed into Winter, a small whisper from this admittedly 
classic radio reached my ear. I ignored it as an obvious aberration caused 
by the beginning of sun spot cycle 23. But the voice continued. "You know 


you want me. You've always wanted me. Why resist?", the voice purred. 
Suddenly that enormous slide rule dial, the back lit dial scale, the row of 
toggle switches... I realized how beautiful they really are. Like any good 
seductress the '101 had my number and I fell like a head shot deer. 


Then came the search, that part of the game that the most fun and the most 
agonizing at the same time. But yesterday list member Larry Rau called with 
a tip: A SX-101 was available nearby. A quick call to the owner resulted in 
an agreement to meet at the Livermore swap meet today. As I stood there in 
the parking lot, shivering in the darkness before dawn and getting soaked by 
a virtual monsoon, I knew I must be barking mad - but I loved it. As I did 
the radio when it was revealed to me in the back of an Astro van. "Take me, 
you fool!", she whispered. And I did. 


I am now sitting before a Hallicrafters SX-101 Mk. IIIA which has assumed 
the title for the longest model designation in my collection from the 
SP-600-JX-17. The dial and the S meter cast their glow. It is tuned to the 
40m CW band. There's some kind of pile up. I tease the stations apart with 
the notch filter and selectivity control. Hee-hee. Their notes seem 
bell-like coming from the incorrect but nevertheless imposing PM-23 speaker. 
The best part is that the '101 has finally displaced the hulking 286 
computer from my operating table which is now silicon-free. 


Sure, I know it's the honeymoon period. Later another seductress may 
whisper and my lust for the '101 may fade. But for now she holds center 
position on the operating table as I suspect she will for some time to come. 
Thanks and a tip of the earphones to Larry for playing matchmaker. 


73% 


Dick 


Dick Dillman 
<ddillman@igc.apc.org> 
WPE2VT W6AWO 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Date: Sun, 7 Dec 1997 18:06:44 -0800 (PST) 

From: Dick Dillman <ddillman@igc.apc.org> 

To: johnmb@mindspring.com, boatanchors@theporch.com 
Subject: Re: A "Barkin-Willie" Weekend (51, and 6100) 
Message-ID: <2.2.16.19971207180532.4bd72698@pop.igc.org> 


Most excellent news on the 5100 and 6100, John. I wondered when we were 
going to hear more about that 6100! 


I note your comment about B&W regarding the quality of these radios. I'm 
sure it's true but my experience is that the B&W of today is a far cry from 
what it was in the "glory days". I use their broadband HF dipoles for 
various commercial applications and the quality of construction is appalling. 


73, 


Dick 


Dick Dillman 
<ddillman@igc.apc.org> 
WPE2VT W6AWO 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Date: Sun, 7 Dec 1997 21:28:18 -0500 (EST) 

From: kim herron <kherron@vixa.voyager.net> 

To: ddillman@igc.apc.org 

Cc: boatanchors@theporch.com 

Subject: Re: SX-101 Arrives 

Message-ID: <199712080228.VAA20357@vixa.voyager.net> 


Hey, Dick, 


>But the voice continued. "You know 

>you want me. You've always wanted me. Why resist?", the voice purred. 
>Suddenly that enormous slide rule dial, the back lit dial scale, the row of 
>toggle switches... I realized how beautiful they really are. Like any good 
>seductress the '101 had my number and I fell like a head shot deer. 

As I did 

>the radio when it was revealed to me in the back of an Astro van. "Take me, 
>you fool!", she whispered. And I did. 


Maybe you ought to consider a career change and start writing cheap dime 
store novels. You could even use Allie Crafteer as a nom de plume 


Kim Herron W8ZV 


kherron@voyager.net or kherron@vixa.voyager.net 
1-616-677-3706 


Date: Sun, 7 Dec 1997 20:21:46 -0800 

From: Brian.Harris@sv.sc.philips.com (Brian Harris) 
To: boa@sv.sc.philips.com, boatanchors@theporch.com 
Subject: on WD-40 

Message-ID: <QQOBF6BA.001914@svlima.sv.sc.philips.com> 


Flammable or not, WD-40 works great on pots and switches. Besides that, it is 
used by the U.S. Navy to preserve motors and other electrical gadgets on ships 
that are being put into 'mothballs'. I recall dumping many gallons (from a 55 
gallon drum) into bilge pump motors, etc. on the U.S.S. Winston in '69 as we 
prepared her for retirement. 


Brian Harris WA5UEK 


ee oes ee a ee ee Forward’ Header. << 20 5. ee ee 
Subject: Re: Scrub-a-dub-dub! 
Author: bhabooks@together.net at !SMTP/INTERNET 


Date: 12/7/97 3:35 PM 


At 08:54 12/7/97 -0600, you wrote: 

>>Tektronix used to recommend WD40 for cleaning pots, in fact if you bought a 
>>maintenance kit from them it had WD40 in it. So there are two of us using 
>>WD40 on pots but will anybody listen to us? No no! 


I believe that WD-40 is flammable. I remember reading something a few years 
back about someone using WD-40 on a power switch, not letting it completely 
dry, using the switch and having it burst into flames due to the contact 
spark. I have not really been following this thread and am not sure if this 
has been mentioned before but I thought I would pass it along for safety's 
sake. 


Rich, WB1ASL 


Date: Sun, 07 Dec 1997 19:01:53 -0800 
From: Larry Boyle <lbkd6éwi@ns.net> 
To: Boatanchors list <boatanchors@theporch.com> 


Subject: WTB DX100B 
Message-ID: <348B6321.A69D6272@ns.net> 


Looking for the impossible a DX100B. Any one have one that 
they would like to part with and ship to Calif. or with 
in pickup range of Calif. ?? Thanks Larry B. 


Date: Sun, 7 Dec 1997 20:35:59 -0600 

From: "Jim Zellmer" <zellmer@raccoon.com> 

To: "Bill Jarvis" <B.H.Jarvis@hw.ac.uk>, 
"boatanchors" <boatanchors@theporch.com> 

Subject: Re: Rewind insulation 

Message-ID: <199712080557.XAA04997@slip1.raccoon.com> 


I use mylar drawing paper at work for engineering drawings. The stuff is 

available in various 

thicknesses. I use 3 and 4 mill (.003, .004") thick stuff and have always 

thought that it might 

be useful for rewinding transformers. It has a very good dielectric value. 
I think it would also 

be useful for making home brew "mylar" capacitors by alternating sheets of 
aluminum foil and mylar 

film. Try a local artist supply store. 


Some of the old Elmers in the area used "fish paper", the same stuff the 
local butcher used 
to wrap pieces of meat before it went into the freezer. 


73 ES GOD BLESS U ES URS 


JIM ZELLMER, KAOVSL 


Date: Sun, 07 Dec 1997 19:19:05 -0800 

From: Edward Zeranski <ejz@nosc.mil> 

To: boatanchors@theporch.com 

Subject: Dec 7th History Chnl 

Message-ID: <3.0.1.32.19971207191905 .006cf6dc@marlin.nosc.mil> 


Have other folk watched this?? Bunch of Radio shots (esp HRO), and a reason 
to be pissed. 


Ed Zeranski This is a private opinion or statement. 
home email: ezeran@cris.com 


Date: Sun, 07 Dec 1997 21:34:46 -0600 

From: "A.B. Bonds" <ab@vuse.vanderbilt.edu> 

To: boatanchors@sco.theporch.com 

Subject: Re: cleaners catching fire 

Message-ID: <1.5.4.32.19971208033446.00b8d69c@mailhost.vuse. vanderbilt. edu> 


At 10:32 AM 12/7/97 -0500, you wrote: 

> 

>Seasons Greetings--I had a similar situation with Deoxit 5. Don't get me wrong 
>I think its a great product--really wks--well used it to clean relay contacts 
>in Valiant and tried it out immediately and the high voltage caused sparks 
>and the relay caught on fire--was watching so just blew it out--no damage 

>but u can bet I will be careful with it.--73's Bob AA8A 

> 

>>At 08:54 12/7/97 -0600, you wrote: 


>>I believe that WD-40 is flammable. I remember reading something a few 
>>years back about someone using WD-40 on a power switch, not letting it 
>>completely dry, using the switch and having it burst into flames due to the 
>>contact spark. I have not really been following this thread and am not sure 
>>if this has been mentioned before but I thought I would pass it along for 
>>safety's sake. 

>> 

And here's another flaming scenario from cleaners. 


Worked on a nice little Plymouth (!?) AA5 over the weekend. Not rusty, very 
dirty, so after I got it running nicely I skished it with 409 cleaner, let 
it sit a bit, and wiped off the sludge. Got real clean :). Dried it off, 
put the tubes back in, plugged it in, BANG! FLAME! and the lights went out. 
Blew the breaker. 


The 409 had soaked into the fiber tube socket of the rectifier, and 
apparently it's conductive. Now that the tube socket is carbonized, it 
reads about 200k between the pins and the chassis :(. 


Moral: Let the 409 dry out if you have phenolic sockets or terminal strips. 


A. B. Bonds 


Date: Sun, 7 Dec 1997 21:35:52 -0600 

From: bill@skeeter.bvc.frco.com (William Hawkins) 

To: boatanchors@sco.theporch.com 

Subject: Re: WD-40 

Message-ID: <9712080335.AA02871@skeeter.bvc.frco.com> 


Before Jack steps in and throws water on troubled oil, thought 
I'd ask if you guys who swear by it can smell it!? I know some 
people can't smell (that's why so much perfume is sold), but 
that stuff is really awful. It was formulated to get the water 
out of electrical equipment, so it doesn't matter how it smells 
if it gets that job done. But there's better stuff for cleaning 
things - stuff that evaporates cleanly. I don't think I could 
use a radio treated by WD-40 unless I could wash it all out. 


Now, using it to start engines is the first time I've heard of 
something useful for it, not having any drowned motors about. 


Anybody have an HP 113BR 24 hour clock for a frequency standard? 
Anybody else, that is. I don't want to buy one, except for parts. 


Regards, 
Bill Hawkins 


Date: Mon, 8 Dec 1997 03:39:20 -0800 

From: Bill Coleman N2BC <n2bc@ibm.net> 

To: boatanchors@theporch.com 

Subject: Globe King 275 - week 1 

Message-ID: <BMSMTP8815796774wf2awdc@pop3.ibm.net> 


First, a big thanks goes out to W6WUH, WA1ABI, W8KGI, K6AKK, WC9M and W9UD - 
lots of good info, encouragement, and documentation on the way!! 


Only doc I have is Moore's Transmitter book. One difference is that the 
modulator uses a 6L6 driver rather than a 6F6 called out in Moore's book - this 
is not as sub as the chassis is clearly marked. 


After sketching out the underside of the power supply chassis, I removed all 
the xfimrs, chokes, caps, etc and gave it a 50th anniversary bath - sure needed 
it! Cleaned up the rusty xfmr laminations (THX W6WUH!), painted the end 
bells, scrubbed up the front panel, etc etc. 


The only bad parts I found were a couple of toggle switches. Added a 3-wire 
line cord, removed a couple of obvious mods. Brought things up a section at a 


time, cooked out a couple of 866s and it's cranking out 600V and 1400V like a 
champ! 


Next stop is the modulator chassis. Initial probing says the modulation xfmr, 
driver, HV xfmr, filter caps and chokes are all OK... Not bad for 50 years 
old and spending 30+ years in a storage shed! 


Email: n2bc@ibm.net 


Date: Sun, 7 Dec 1997 20:14:28 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: WD40 Revisted 

Message-ID: <199712080413 .UAAQ7074@mail1.sirius.com> 


Cluless; 
Read carfully: 


> From: (name withheld) 

> I believe that WD-40 is flammable. I remember reading something a few 
years back about someone using WD-40 on a power switch, not letting it 
completely dry, using the switch and having it burst into flames due to the 
contact spark. 


You are right. WD40, being a petroleum derivative, is flammable. You can 
use it as a flame thrower if you are clever (stupid). Its flash point is 
reasonably high however so you need a good hot spark to ignite it. Power 
down the set first if you are going to lube power switches. Using common 
sense you won't have any problems. 


And so now revisiting WD40..... read the instruction: 
INSTRUCTION: Read Instructions before operating. 


Now that you've burned the house down along with your precious collection 
of ba's, read the instructions: 


1.) Turn on brain and allow to idle until operating temperature is reached. 
Then THINK. 


2.) Flammable liquids burn when they are heated to the point where they 
evaporate fast enough to produce a combustible mixture of gaseous fuel and 
oxygen. That's called the flash point. When you add the third arm of the 


fire triangle, i. e. heat, you get that effect that everyone gets so upset 
about. DON'T ADD THE HEAT. 


3.) Most, if not all, of the clean and lube formulation manufacturers are 
replacing the chlorinated hydrocarbon ozone eating non-flammable solvents 
with more environmentally friendly flammable (?) solvents. It's getting 
more dangerous out there. Read the label and look for the word 
"FLAMMABLE". And then after you've burned the house down..... 


Arden Allen KB6NAX Vallejo, CA aallen@sirius.com 


Date: Sun, 7 Dec 1997 23:26:16 EST 

From: JONWEINER <JONWEINER@aol.com> 

To: boatanchors@theporch.com 

Subject: RE: info needed Gonset Monitone 
Message-ID: <78f£6aed6.348b7707@aol . com> 


Just picked up a Gonset Monitone and could use a copy of the manual/schematic. 
Also understand there was an article about it in ER. Wonder if anyone could 
tell me which edition so I could try and hunt down a copy. Thanks. 


Jon, K1IVVC 


Date: Sun, 7 Dec 1997 20:40:31 -0800 

From: "Arden Allen" <aallen@sirius.com> 

To: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: cleaners catching fire 

Message-ID: <199712080439.UAA07997@mail1.sirius.com> 


A.B.; 


You're missing something. 


> From: A.B. Bonds <ab@vuse.vanderbilt.edu> 

> Worked on a nice little Plymouth (!?) AA5 over the weekend. Not rusty, 
very 

> dirty, so after I got it running nicely I skished it with 409 cleaner, 
let 

> it sit a bit, and wiped off the sludge. Got real clean :). Dried it 
off, 

> put the tubes back in, plugged it in, BANG! FLAME! and the lights went 
out. 

> Blew the breaker. 


> 

> The 409 had soaked into the fiber tube socket of the rectifier, and 

> apparently it's conductive. Now that the tube socket is carbonized, it 
> reads about 200k between the pins and the chassis :(. 

> 

> Moral: Let the 409 dry out if you have phenolic sockets or terminal 
strips. 


NO! NO! NO! 


Don't EVER allow the 409, or other cleaners of the like to get into 
elctrical insulation. You can't get the ionic contamination out of the 
insulation once it is in. Even after you dry things out the insulation, 
being porous, will absorb moisture from the atmosphere and eventually the 
insulatiion will fail due to tracking and then arcing. I've seen it many 
times before. Only clean sockets, etc., with cleaners designed for 
cleaning electrical equiopment. IF you are in doubt about the condition of 
the insulation, saturate it with a moisture displacer, such as WD40. To 
avoid chance of fire allow WD40 (which contains flammable solvent) to soak 
in and then dry for several hours before doing anything like throwing a 
high voltage switch or unplugging tubes while the set is powered up. 


Date: Mon, 8 Dec 1997 00:01:51 -0500 (EST) 

From: "David L. Thompson" <thompson@mindspring.com> 

To: boatanchors@sco.theporch.com 

Subject: Dothan Alabama hamfest 

Message-ID: <1.5.4.16.19971208010258 .375f7daa@pop.mindspring.com> 


AFter a short business trip to New Orleans I dropped by the Doithan hamfest 
on the way home. Probably about 300 to 400 people but cold so only about 5 
or 6 showed up for the tailgate. More tables inside, however. 


What I saw: 


HQ100R (R ???) $125 not sold 

Sargent receiver (another note on this in a minute) 

R-392 with PS $100 

TR-4 with MS4/PS $200 

Several Drake lines including a C line with Grande Systems Digital dial 
Two complete SB-104 systems with everything but the remote VFO...I mean 
everything....for $500 each. 

Ten Tec 229 tuner (2 of them) for $125..one went home with me for less! 
Several D-104's (One went home with me for $10.) 

HRO (sold before I could look) 


A tailgater with many old pieces of Heath etc test equipment most $10 to $20. 
30L1 (looked kinda bad) $350 

Quite a bit of other gear too Dentron 2500/SB221/rice boxes. 

Collins DL-1 Dummy load . Guy wanted $100...is that a good price? Anyone 
interested? I have his call and know where he lives. 


Helped sit the ARRL table and had many good eyeballs! 
Will send out a message on the Sargent receiver as a separate message! 


Dave K4JRB 


Date: Mon, 8 Dec 1997 00:09:39 -0500 (EST) 

From: "David L. Thompson" <thompson@mindspring.com> 

To: boatanchors@sco.theporch.com 

Subject: L. M. Sargent Receiver??? 

Message-ID: <1.5.4.16.19971208011046 .375£1390@pop.mindspring.com> 


The interesting thing for me and several others at the Dothan hamfest was a 
big box that looked somewhat Hallicrafters but read L. M. Sargent, San 
Francisco, CA on the rear. Its a receiver with a built in code oscillator 
about the size of the SX28 (lighter however!!!). Seems to cover BC to 30 
Mhz and 80/75 has two sections of bandspread on two circular dials inside 
one dial frame. Between say 3.7Mhz and 3.8 mhz was about 2 inches... Looks 
like a crystal filter that switches in and then is adjustable. Guy selling 
this and the HQ10O0R (R ??) said the owner was a OT SWL and that he wanted 
$75 for the Sargent (and that includes built in speaker and a key (J-38 
looking but smaller). 


Anyone know this receiver and company??? Seems to be circa 1940. 


Dave K4JRB 


Date: Sun, 7 Dec 1997 21:18:11 -0800 (PST) 

From: Dick Dillman <ddillman@igc.apc.org> 

To: kim herron <kherron@vixa.voyager.net> 

Cc: boatanchors@theporch.com 

Subject: Re: SX-101 Arrives 

Message-ID: <2.2.16.19971207211658 . 44ef06a0@pop.igc.org> 


At 09:28 PM 12/7/97 -0500, kim herron wrote: 


>Hey, Dick, 


> Maybe you ought to consider a career change and start writing cheap dime 
>store novels. You could even use Allie Crafteer as a nom de plume 


High praise indeed, Kim. Thanks! 


Allie 


Dick Dillman 
<ddillman@igc.apc.org> 
WPE2VT W6AWO 
Collector Of Heavy Metal: 
Harleys, Willys and Radios Over 100lbs. 


Date: Sun, 7 Dec 1997 21:46:12 -0800 

From: "Roger A. McCarty" <rmccarty@deltanet.com> 

To: <fritsche@classic.msn.com> 

Cc: "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Aloha, the HQ-170A-VHF 

Message-ID: <0Q1bd039c$97405880$2cd8e6cd@accurate- -main> 


You bet your not the only one who feels this way. I find it very difficult 
to part with even the most insignificant of boatanchors. But of course in my 
book, "insignificant boatanchor" is a contradiction of terms. 


73 
Roger KD6CC 


----QOriginal Message----- 

From: Allan Fritsche <fritsche@classic.msn.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Date: Sunday, December 07, 1997 16:39 PM 
Subject: Aloha, the HQ-170A-VHF 

I some how think that I'm not the only one that feels 
>this way. 

> 

>Your Friend Al 

>fritsche@classic.msn.com 

>KD5CML 

> 


End o£ BOATANCHORS Digest 1821 
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